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C >IODP
N Do NOT place any objects or equipment on top of the unit.

N Do NOT sit, climb or stand on the unit.

PDIOCB
Works executed on the outdoor unit are best done under dry weather conditions to
avoid water ingress.

In accordance with the applicable legislation, it might be necessary to provide a
logbook with the product containing at least: information on maintenance, repair
work, results of tests, stand-by periods,…

Also, at least, following information MUST be provided at an accessible place at the
product:
N Instructions for shutting down the system in case of an emergency
N Name and address of fire department, police and hospital
N Name, address and day and night telephone numbers for obtaining service

In Europe, EN378 provides the necessary guidance for this logbook.

For Swiss market, domestic hot water operation should only be prepared in
combination with a tank. Instant domestic hot water by the gas boiler is NOT
allowed. Make the correct settings as described in this manual.

Please follow following Swiss regulations and directives:
N SVGW-gas principles G1 for gas installations,
N SVGW-gas principles L1 for liquid gas installations,
N cautional instances regulations (e.g., fire regulation).

3.1.2 Installation site

N Provide sufficient space around the unit for servicing and air circulation.
N Make sure the installation site withstands the total weight and vibration of the

installation.

H!)"5& Y&-@%#

Hybrid module 30 kg

Gas module 36 kg

Indoor part (Hybrid module + gas
module)

Total weight: 66 kg

N Make sure the area is well ventilated. Do NOT block any ventilation openings.
N Make sure the unit is level.
N If the wall on which the unit is mounted is flammable, a non-flammable material

must be placed between the wall and the unit. Do the same for all locations
through which the flue piping passes.

N ONLY operate the gas boiler if a sufficient supply of combustion air is ensured. In
case of a concentric air/flue gas system dimensioned according to the
specifications of this manual, this is fulfilled automatically and there are no other
conditions for the equipment installation room. This method of operation applies
exclusively.

N Store flammable fluids and materials at least 1 meter away from the gas boiler.
N This gas boiler is NOT designed for room air dependent operation.
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Do NOT install the unit in the following places:
N In potentially explosive atmospheres.
N In places where there is machinery that emits electromagnetic waves.

Electromagnetic waves may disturb the control system, and cause malfunction of
the equipment.

N In places where there is a risk of fire due to the leakage of flammable gases
(example: thinner or gasoline), carbon fibre, ignitable dust.

N In places where corrosive gas (example: sulphurous acid gas) is produced.
Corrosion of copper pipes or soldered parts may cause the refrigerant to leak.

N In bathrooms.
N In places where frost is possible. The ambient temperature around the gas boiler

should be >5°C.

3.1.3 Refrigerant — in case of R410A or R32

If applicable. See the installation manual or installer reference guide of your
application for more information.

J P3BQM$QO9L$DK$BX?UD9ODP
?"/'$)!Z0$R$Q&6(-@&(40#$5&4S4@&[ If you want to pump down the system, and there
is a leak in the refrigerant circuit:

N Do NOT use the unit's automatic pump down function, with which you can collect
all refrigerant from the system into the outdoor unit. ?!..- 5&$*!0.&T"&0*&M$Self-
combustion and explosion of the compressor because of air going into the
operating compressor.

N Use a separate recovery system so that the unit's compressor does NOT have to
operate.

Y QPOP3
During tests, NEVER pressurise the product with a pressure higher than the
maximum allowable pressure (as indicated on the nameplate of the unit).

Y QPOP3
Take sufficient precautions in case of refrigerant leakage. If refrigerant gas leaks,
ventilate the area immediately. Possible risks:

N Excessive refrigerant concentrations in a closed room can lead to oxygen
deficiency.

N Toxic gas might be produced if refrigerant gas comes into contact with fire.

Y QPOP3
ALWAYS recover the refrigerant. Do NOT release them directly into the environment.
Use a vacuum pump to evacuate the installation.

Y QPOP3
Make sure there is no oxygen in the system. Refrigerant may ONLY be charged after
performing the leak test and the vacuum drying.

?!..- 5&$*!0.&T"&0*&M$Self-combustion and explosion of the compressor because of
oxygen going into the operating compressor.
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PDIOCB
N To avoid compressor breakdown, do NOT charge more than the specified amount

of refrigerant.

N When the refrigerant system is to be opened, refrigerant MUST be treated
according to the applicable legislation.

PDIOCB
Make sure refrigerant piping installation complies with applicable legislation. In
Europe, EN378 is the applicable standard.

PDIOCB
Make sure the field piping and connections are NOT subjected to stress.

PDIOCB
After all the piping has been connected, make sure there is no gas leak. Use nitrogen
to perform a gas leak detection.

N In case recharge is required, see the nameplate or the refrigerant charge label of
the unit. It states the type of refrigerant and necessary amount.

N Whether the unit is factory charged with refrigerant or non-charged, in both
cases you might need to charge additional refrigerant, depending on the pipe
sizes and pipe lengths of the system.

N ONLY use tools exclusively for the refrigerant type used in the system, this to
ensure pressure resistance and prevent foreign materials from entering into the
system.

N Charge the liquid refrigerant as follows:

O6 I%&0

A siphon tube is present

(i.e., the cylinder is marked with "Liquid
filling siphon attached")

Charge with the cylinder upright.

A siphon tube is NOT present Charge with the cylinder upside down.

N Open refrigerant cylinders slowly.
N Charge the refrigerant in liquid form. Adding it in gas form may prevent normal

operation.

C >IODP
When the refrigerant charging procedure is done or when pausing, close the valve of
the refrigerant tank immediately. If the valve is NOT closed immediately, remaining
pressure might charge additional refrigerant. ?!..- 5&$ *!0.&T"&0*&M$ Incorrect
refrigerant amount.

3.1.4 Water

If applicable. See the installation manual or installer reference guide of your
application for more information.
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PDIOCB
Make sure water quality complies with EU directive 2020/2184.

Avoid damages caused by deposits and corrosion. To prevent corrosion products
and deposits, observe the applicable regulations of technology.

Measures for desalination, softening or hardness stabilization are necessary if the
filling and top-up water have a high total hardness (>3 mmol/l–sum of the calcium
and magnesium concentrations, calculated as calcium carbonate).

Using filling water and top-up water which does NOT meet the stated quality
requirements can cause a considerably reduced service life of the equipment. The
responsibility for this is entirely that of the user.

3.1.5 Electrical

J P3BQM$QO9L$DK$BUBCIQDC>IODP
N Turn OFF all power supply before removing the switch box cover, connecting

electrical wiring or touching electrical parts.

N Disconnect the power supply for more than 10 minutes, and measure the voltage
at the terminals of main circuit capacitors or electrical components before
servicing. The voltage MUST be less than 50 V DC before you can touch electrical
components. For the location of the terminals, see the wiring diagram.

N Do NOT touch electrical components with wet hands.

N Do NOT leave the unit unattended when the service cover is removed.

Y QPOP3
If NOT factory installed, a main switch or other means for disconnection, having a
contact separation in all poles providing full disconnection under overvoltage
category III condition, MUST be installed in the fixed wiring.

Y QPOP3
N ONLY use copper wires.

N Make sure the field wiring complies with the national wiring regulations.

N All field wiring MUST be performed in accordance with the wiring diagram
supplied with the product.

N NEVER squeeze bundled cables and make sure they do NOT come in contact with
the piping and sharp edges. Make sure no external pressure is applied to the
terminal connections.

N Make sure to install earth wiring. Do NOT earth the unit to a utility pipe, surge
absorber, or telephone earth. Incomplete earth may cause electrical shock.

N Make sure to use a dedicated power circuit. NEVER use a power supply shared by
another appliance.

N Make sure to install the required fuses or circuit breakers.

N Make sure to install an earth leakage protector. Failure to do so may cause
electrical shock or fire.

N When installing the earth leakage protector, make sure it is compatible with the
inverter (resistant to high frequency electric noise) to avoid unnecessary opening
of the earth leakage protector.

Y QPOP3
N After finishing the electrical work, confirm that each electrical component and

terminal inside the switch box is connected securely.

N Make sure all covers are closed before starting up the unit.
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C >IODP
N When connecting the power supply: connect the earth cable first, before making

the current-carrying connections.

N When disconnecting the power supply: disconnect the current-carrying cables
first, before separating the earth connection.

N The length of the conductors between the power supply stress relief and the
terminal block itself MUST be as such that the current-carrying wires are
tautened before the earth wire is in case the power supply is pulled loose from
the stress relief.

PDIOCB
Precautions when laying power wiring:

N Do NOT connect wiring of different thicknesses to the power terminal block (slack
in the power wiring may cause abnormal heat).

N When connecting wiring which is the same thickness, do as shown in the figure
above.

N For wiring, use the designated power wire and connect firmly, then secure to
prevent outside pressure being exerted on the terminal board.

N Use an appropriate screwdriver for tightening the terminal screws. A screwdriver
with a small head will damage the head and make proper tightening impossible.

N Over-tightening the terminal screws may break them.

Install power cables at least 1  meter away from televisions or radios to prevent
interference. Depending on the radio waves, a distance of 1  meter may NOT be
sufficient.

PDIOCB
ONLY applicable if the power supply is three‑phase, and the compressor has an ON/
OFF starting method.

If there exists the possibility of reversed phase after a momentary black out and the
power goes ON and OFF while the product is operating, attach a reversed phase
protection circuit locally. Running the product in reversed phase can break the
compressor and other parts.

3.1.6 Gas

The gas boiler is factory‑set to:
N the type of gas quoted on the type identification plate or on the setting type

identification plate,
N the gas pressure quoted on the type identification plate.

Operate the unit ONLY with the gas type and gas pressure indicated on these type
identification plates.

Installation and adaptation of the gas system MUST be conducted by:
N personnel qualified for this work,
N in compliance with valid gas installation related guidelines,
N in accordance with applicable regulations of the gas supply company,
N In accordance with local and national regulations.

Boilers that use natural gas MUST be connected to a governed meter.

Boilers that use liquid petroleum gas (LPG) MUST be connected to a regulator.
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The size of the gas supply pipe should under no circumstance be less than 22 mm.

The meter or regulator and pipe work to the meter MUST be checked preferably by
the gas supplier. This is to ensure that the equipment works good and meets the
gas flow and pressure requirements.

J P3BQ
If you smell gas:

N call immediately your local gas supplier and your installer,

N call the suppliers's number on the side of the LPG tank (if applicable),

N turn off the emergency control valve at the meter/regulator,

N do NOT turn electrical switches ON or OFF,

N do NOT strike matches or smoke,

N put out naked flames,

N open doors and windows immediately,

N keep people away from the affected area.

3.1.7 Gas exhaust

Flue systems must NOT be modified or installed in any way other than as described
in the fitting instructions. Any misuses or unauthorized modifications to the
appliance, flue or associated components and systems could invalidate the
warranty. The manufacturer accepts no liability arising from any such actions,
excluding statutory rights.

It is NOT allowed to combine flue system parts purchased from different suppliers.

3.1.8 Local legislation

See the local and national regulations.

U!*45$(&@"54#-!0.$6!($>L

It is law that all gas appliances are installed by a gas safe registered competent
engineer and in accordance with the following recommendations:
N Current Gas Safety (Installation and Use) Regulations
N All current building regulations
N Building Standards (Scotland) Consolidated
N This appliance MUST be installed in accordance with the Gas (Safety and Use)

Regulations, current Building Regulations, Building Standards (Scotland), I.S.813
Installation of Gas Appliances (Ireland), IEE Wiring Regulations (BS 7671), Health
and Safety Document No. 635 (Electricity at Work Regulations) and Local Water
Authority Bye Laws

N UK Water Regulations and Bye Laws
N Health & Safety

The installation MUST comply with the following British Standards codes of
practice:
N BS 5440-1: 2008 Flueing and ventilation for gas appliances of rated input not

exceeding 70 kW net (1st, 2nd and 3rd family gases)
N BS 5440-2: 2009 Flueing and ventilation for gas appliances of rated input not

exceeding 70 kW net (1st, 2nd and 3rd family gases)
N BS 5546: 2010 Specification for installation and maintenance of gas-fired water-

heating appliances of rated input not exceeding 70 kW net
N BS 5549: 1990 Forced circulation hot water systems.
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N BS 6700: 2006 + A1: 2009 Design, installation, testing and maintenance of
services supplying water for domestic use within buildings and their curtilages -
Specification

N BS 6798: 2014 Specification for selection, installation, inspection, commissioning,
servicing and maintenance of gas-fired boilers of rated input not exceeding
70 kW net

N BS 6891: 2015 Specification for the installation and maintenance of low pressure
gas installation pipework of up to 35 mm (R1¼) on premises

N BS 7593: 2006 Code of practice for treatment of water in domestic hot water
space heating systems

N BS 7671: 2018 Requirements for electrical installations. IET wiring regulations
N BS 7074: 1 Code of practice for domestic and hot water supply
N EN12828: 2014 Space heating for domestic premises

Potable water: all seals, joints and compounds (including flux and solder) and
components used as part of the secondary domestic water system MUST be
approved by WRAS.
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4 Specific installer safety instructions
Always observe the following safety instructions and regulations.

 !"#$#%&$ !<$\.&&$"5 About the box" [��  27]]

Y QPOP3
Tear apart and throw away plastic packaging bags so that nobody, especially
children, can play with them. ?!..- 5&$*!0.&T"&0*&M$suffocation.

O0.#4554#-!0$.-#&$\.&&$"7.1 Preparing the installation site" [��  42]]

Y QPOP3
Follow the service space dimensions in this manual to install the unit correctly. See
"7.1.1 Installation site requirements of the indoor unit" [��  42].

Y QPOP3
Make sure installation, servicing, maintenance and repair comply with instructions
from Daikin and with applicable legislation (for example national gas regulation) and
are executed ONLY by authorised persons.

Y QPOP3
N Do NOT pierce or burn refrigerant cycle parts.

N Do NOT use means to accelerate the defrosting process or to clean the
equipment, other than those recommended by the manufacturer.

N Be aware that R32 refrigerant does NOT contain an odour.

Y QPOP3
The appliance shall be stored so as to prevent mechanical damage and in a well-
ventilated room without continuously operating ignition sources (example: open
flames, an operating gas appliance or an operating electric heater) and have a room
size as specified below.

Y QPOP3
For units using the R32 refrigerant it is necessary to keep any required ventilation
openings clear of obstructions.

D'&0-0@$40)$*5!.-0@$#%&$"0-#.$\.&&$"7.2 Opening and closing the units" [��  49]]

J P3BQM$QO9L$DK$BUBCIQDC>IODP
Do NOT leave the unit unattended when the service cover is removed.

H!"0#-0@$#%&$-0)!!($"0-#$\.&&$"7.3 Mounting the indoor unit" [��  52]]

Y QPOP3
Fixing method of the indoor unit MUST be in accordance with the instructions from
this manual. See "7.3 Mounting the indoor unit" [��  52].
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C!//-.-!0-0@$\.&&$"12 Commissioning" [��  168]]

Y QPOP3
Commissioning MUST be in accordance with the instructions from this manual. See
"12 Commissioning" [��  168].

Y QPOP3
NEVER allow operation of a boiler if the flue gas pipe is NOT installed correctly. See
"7.5.12  About securing the flue system"  [��   69] and "7.5.13  Placing brackets on the
flue gas piping" [��  69] for more details.

N Do NOT start up the boiler on a promise that it will be corrected later. Start it up
only when the flue gas pipe is installed correctly.

N Check on already installed units if the piping is secured correctly. Adjust if
required.

H4-0#&040*&$40)$.&(G-*&$\.&&$"14 Maintenance and service" [��  181]]

J P3BQM$QO9L$DK$BUBCIQDC>IODP

J P3BQM$QO9L$DK$V>QPOP3W9C UJOP3

C >IODP
Water coming out of the valve may be very hot.

Y QPOP3
If the internal wiring is damaged, it has to be replaced by the manufacturer, its
service agent or similarly qualified persons.

C >IODP
N During maintenance, the front plate seal MUST be replaced.

N When assembling, check the other seals for damage, such as hardening, (hairline)
fracture and discoloration.

N If necessary, place a new seal and check the correct positioning.

N If retarders are NOT or incorrectly fitted, it may lead to serious damage.

I(!" 5&.%!!#-0@$\.&&$"15 Troubleshooting" [��  189]]

J P3BQM$QO9L$DK$BUBCIQDC>IODP

J P3BQM$QO9L$DK$V>QPOP3W9C UJOP3

Y QPOP3
Prevent hazards due to inadvertent resetting of the thermal cut-out: power to this
appliance MUST NOT be supplied through an external switching device, such as a
timer, or connected to a circuit that is regularly turned ON and OFF by the utility.



4 | Specific installer safety instructions

Installer reference guide

26
CHYHBH05+08AF + EHYKOMB33AA

Daikin Altherma R Hybrid
4P471761-1F – 2025.03

Y QPOP3
N When carrying out an inspection on the switch box of the unit, ALWAYS make

sure that the unit is disconnected from the mains. Turn off the respective circuit
breaker.

N When a safety device was activated, stop the unit and find out why the safety
device was activated before resetting it. NEVER shunt safety devices or change
their values to a value other than the factory default setting. If you are unable to
find the cause of the problem, call your dealer.

Y QPOP3
-($'"(@-0@$%&4#$&/-##&(.$!($*!55&*#!(.[ Before you purge air from heat emitters or

collectors, check if an error or  is displayed on the home pages of the user
interface.

N If not, you can purge air immediately.

N If yes, make sure that the room where you want to purge air is sufficiently
ventilated. Q&4.!0M Refrigerant might leak into the water circuit, and
subsequently into the room when you purge air from the heat emitters or
collectors.

J-.'!.45$\.&&$"16 Disposal" [��  203]]

J P3BQM$QO9L$DK$BX?UD9ODP
?"/'$)!Z0$R$Q&6(-@&(40#$5&4S4@&[ If you want to pump down the system, and there
is a leak in the refrigerant circuit:

N Do NOT use the unit's automatic pump down function, with which you can collect
all refrigerant from the system into the outdoor unit. ?!..- 5&$*!0.&T"&0*&M$Self-
combustion and explosion of the compressor because of air going into the
operating compressor.

N Use a separate recovery system so that the unit's compressor does NOT have to
operate.



6 | About the units and options

Installer reference guide

32
CHYHBH05+08AF + EHYKOMB33AA

Daikin Altherma R Hybrid
4P471761-1F – 2025.03

6.1.2 Identification label: Gas boiler

U!*4#-!0

H!)&5$-)&0#-6-*4#-!0

No:
Anno:

Type:
NOx classe:
PIN:
G.C.:
SVGW:

Qnw(net)
PMW

kW

kW
kW
bar

Qn (net)
Pn

PMS

bar

°C

0063
2013

Tmax

Condensing boiler

b

i

j

a

c

d
e
f

k
l

m
n
o
p

q

r
s

g

h

4 Model
 Serial number
* Production year
) Appliance type
& NOx class
6 PIN number: notified body reference
@ Destination country
% Gas type
- Gas supply pressure (mbar)
^ Appliance category
S Domestic hot water heat output (kW)
5 Maximum domestic hot water pressure (bar)

/ Heat output (space heating) (kW)
0 Nominal power (kW)
! Maximum space heating pressure (bar)
' Maximum flow temperature (°C)
T Electrical supply
( GCN gas council number
. SVGW number
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6.2 Combining units and options

OPKDQH IODP
Certain options may NOT be available in your country.

6.2.1 Possible options for the indoor unit

>.&($-0#&(64*&$\BLQ>CVU_]

The user interface and a possible additional user interface are available as an
option.

The additional user interface can be connected:
N To have both:

F control close to the indoor unit,

F room thermostat functionality in the principal space to be heated.
N To have an interface containing other languages.

Following user interfaces are available:
N EKRUCBL1 contains following languages: German, French, Dutch, Italian.
N EKRUCBL2 contains following languages: English, Swedish, Norwegian, Finnish.
N EKRUCBL3 contains following languages: English, Spanish, Greek, Portuguese.
N EKRUCBL4 contains following languages: English, Turkish, Polish, Romanian.
N EKRUCBL5 contains following languages: German, Czech, Slovenian, Slovakian.
N EKRUCBL6 contains following languages: English, Croatian, Hungarian, Estonian.
N EKRUCBL7 contains following languages: English, German, Russian, Danish.

Languages on the user interface can be uploaded by PC software or copied from an
user interface to the other.

For installation instructions, see "9.2.5 To connect the user interface" [��  111].

9-/'5-6-&)$".&($-0#&(64*&$\BLQ>CV9]

N The simplified user interface can only be used in combination with the main user
interface.

N The simplified user interface acts as room thermostat and needs to be installed
in the room that you want it to control.

For installation instructions, see the installation and operation manual of the
simplified user interface.

Q!!/$#%&(/!.#4#$\BLQIY `$BLQIQ `$QIQPBI ]

You can connect an optional room thermostat to the indoor unit. This thermostat
can either be wired (EKRTWA) or wireless (EKRTR1 and RTRNETA). Thermostat
RTRNETA can only be used in heating-only systems.

For installation instructions, see the installation manual of the room thermostat
and addendum book for optional equipment.

Q&/!#&$.&0.!($6!($Z-(&5&..$#%&(/!.#4#$\BLQIBI9]

You can use the remote indoor temperature sensor (EKRTETS) only in combination
with the wireless thermostat (EKRTR1).

For installation instructions, see the installation manual of the room thermostat
and the addendum book for optional equipment.
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J-@-#45$OWD$?CV$\BLQ? EV ]

The digital I/O PCB is required to provide the following signals:
N Alarm output
N Space heating/cooling On/OFF output

For installation instructions, see the installation manual of the digital I/O PCB and
the addendum book for optional equipment.

Q&/!#&$-0)!!($.&0.!($\LQC9: F ]

By default the internal user interface sensor will be used as room temperature
sensor.

As an option the remote indoor sensor can be installed to measure the room
temperature on another location.

For installation instructions, see the installation manual of the remote indoor
sensor and addendum book for optional equipment.

OPKDQH IODP
N The remote indoor sensor can only be used in case the user interface is

configured with room thermostat functionality.

N You can only connect either the remote indoor sensor or the remote outdoor
sensor.

Q&/!#&$!"#)!!($.&0.!($\BLQ9C ]

By default the sensor inside the outdoor unit will be used to measure the outdoor
temperature.

As an option the remote outdoor sensor can be installed to measure the outdoor
temperature on another location (e.g. to avoid direct sunlight) to have an
improved system behaviour.

For installation instructions, see the installation manual of the remote outdoor
sensor and the addendum book for optional equipment.

OPKDQH IODP
You can only connect either the remote indoor sensor or the remote outdoor sensor.

?C$*!06-@"(4#!($\BL?CC V8]

The PC cable makes a connection between the switch box of the indoor unit and a
PC. It gives the possibility to upload different language files to the user interface
and indoor parameters to the indoor unit. For the available language files, contact
your local dealer.

The software and corresponding operating instructions are available on http://
www.daikineurope.com/support-and-manuals/software-downloads/.

For installation instructions, see the installation manual of the PC cable and
"10 Configuration" [��  116].

E&4#$'"/'$*!0G&*#!($\KYXa]

For installation instructions, see the installation manual of the heat pump
convectors, and the addendum book for optional equipment.

9!54($S-#$\BL9Q?92]

The solar kit is required to connect the solar application with the domestic hot
water tank.

http://www.daikineurope.com/support-and-manuals/software-downloads/
http://www.daikineurope.com/support-and-manuals/software-downloads/
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For installation, see the installation manual of the solar kit and addendum book for
optional equipment.

J!/&.#-*$%!#$Z4#&($#40S

The domestic hot water tank can be connected to the indoor unit for providing
domestic hot water. The polypropylene tank is available in 2 types:
N EKHWP300B: 300 l.
N EKHWP500B: 500 l.

Use the appropriate connection kit for the tank (EKEPHT3H), as described in the
addendum book for optional equipment.

C!00&*#-!0$S-#$6!($#%&$#40S$\BLB?EI2E]

Use the connection kit to connect the domestic hot water tank to the indoor unit.

For installation instructions, see the installation manual of the connection kit.

H!"0#-0@$S-#$\BLEbHPI `$BLEbHPI, `$BLEbHPI2 ]

Mounting fixture for easy installation of the hybrid system (heat pump module +
gas boiler module). For the selection of the correct kit, see the combination table.

For installation instructions, see the installation manual of the mounting kit.

K-55-0@$5!!'$S-#$\BLKU ]

Filling loop for easy filling of the water circuit. This kit can only be used in
combination with mounting kit EKHYMNT1A.

For installation instructions, see the installation manual of the filling loop kit.

a45G&$S-#$\BLaL `$BLaL, `$BLaL2 ]

A set of valves for the easy connection of the field piping. For the connection of the
correct kit, see the combination table.

For installation instructions, see the installation manual of the valve kit.

Q&*-(*"54#-!0$#%&(/-.#!($\BLIE,]

Kit for recirculating the water on the gas boiler. Only use this kit when there is no
domestic hot water tank installed.

U P$4)4'#&($6!($./4(#'%!0&$*!0#(!5$\VQ?:+A +,]

You can install this LAN adapter to control the system via a smartphone app.

For installation instructions, see the installation manual of the LAN adapter.

6.2.2 Possible options for the gas boiler

H4-0$!'#-!0.

V!-5&($*!G&($'54#&$\BLEb:A28+=]

Cover plate to protect the piping and valves of the gas boiler.

For installation instructions, see the installation manual of the cover plate.

34.$*!0G&(.-!0$S-#$3,;$\BL?9:=+,,=]

Kit for the conversion of the gas boiler for use with gas type G25.

34.$*!0G&(.-!0$S-#$32 $\BLEb:=;=1=]

Kit for the conversion of the gas boiler for use with gas type G31 (propane).
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J"45$'-'&$*!0G&(.-!0$S-#$\BLEb:A:=:=]

Kit for the conversion of a concentric flue gas system to a dual pipe system.

For installation instructions, see the installation manual of the dual pipe conversion
kit.

1:W ,;$*!0*&0#(-*$*!00&*#-!0$S-#$\BLEb:A:= =]

Kit for the conversion of 60/100 concentric flue gas connections to 80/125
concentric flue gas connections.

For installation instructions, see the installation manual of the concentric
connection kit.

K5"&$@4.$654'$G45G&$\BLK3K ]

Non-return flap valve for use in multi-boiler flue gas systems. This valve can only be
used in systems using natural gas (G20, G25), and CANNOT be used in systems
using propane (G31).

D#%&($!'#-!0.

**&..!(-&. ?4(#$0"/ &( J&.*(-'#-!0

EKFGP6837 Roof terminal PP/GLV 60/100 AR460

EKFGS0518 Weather slate steep Pb/GLV 60/100
18°-22°

EKFGS0519 Weather slate steep Pb/GLV 60/100
23°-17°

EKFGP7910 Weather slate steep PF 60/100
25°-45°

EKFGS0523 Weather slate steep Pb/GLV 60/100
43°-47°

EKFGS0524 Weather slate steep Pb/GLV 60/100
48°-52°

EKFGS0525 Weather slate steep Pb/GLV 60/100
53°-57°

EKFGP1296 Weather slate flat Aluminium 60/100
0°-15°

EKFGP6940 Weather slate flat Aluminium 60/100

EKFGP2978 Wall terminal kit PP/GLV 60/100

EKFGP2977 Wall terminal kit low profile PP/GLV
60/100

EKFGP4651 Extension PP/GLV 60/100×500 mm

EKFGP4652 Extension PP/GLV 60/100×1000 mm

EKFGP4664 Elbow PP/GLV 60/100 30°
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**&..!(-&. ?4(#$0"/ &( J&.*(-'#-!0

EKFGP6337 Support bracket top inox Ø100

EKFGP6346 Extension flex PP 100 L=10 m

EKFGP6349 Extension flex PP 100 L=15 m

EKFGP6347 Extension flex PP 100 L=25 m

EKFGP6325 Connector flex-flex PP 100

EKFGP5197 Chimney top PP 130 with included flue
pipe

EKFGS0252 Adapter flex-fixed PP 130

EKFGP6353 Support bracket top inox Ø130

EKFGS0250 Extension flex PP 130 L=130 m

EKFGP6366 Connector flex-flex PP 130

EKFGP1856 Flex kit PP Ø60-80

EKFGP4678 Chimney connection 60/100

EKFGP2520 Flex kit PP Ø80

EKFGP4828 Chimney connection 80/125
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I!#45$(&6(-@&(40#$*%4(@&$\S@] 0GF/-0$\)/e]

5.6 12.0

5.8 12.2

7.2 Opening and closing the units

7.2.1 About opening the units

At certain times, you have to open the unit. B<4/'5&M
N When connecting the electrical wiring
N When maintaining or servicing the unit

J P3BQM$QO9L$DK$BUBCIQDC>IODP
Do NOT leave the unit unattended when the service cover is removed.

7.2.2 To open the switch box cover of the indoor unit

Remove the side panel at the right side of the indoor unit. The side panel is
fixed at the bottom with 1 screw.

, Remove the upper and lower screw on the side panel of the switch box.

2 The right panel of the switch box will open.

8 Remove the upper and lower screw on the front panel of the switch box.

; The front panel of the switch box will open.

2×

2×
2

4

5

3

When the boiler is installed and access to the switch box is required, please follow
the steps below.

+ Remove the upper and lower screw on the side panel of the switch box.

= Remove the switch box from the unit.

1 Hook the switch box to the side of the unit with the hooks foreseen on the
switch box.
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6

6

7

8

7.2.3 To open the gas boiler

1

2

2

Open the display cover.

, Unscrew both screws.

2 Tilt the front panel towards you and remove the front panel.

7.2.4 To open the switch box cover of the gas boiler

Open the gas boiler, see "7.2.3 To open the gas boiler" [��  50].

, Pull the boiler controller unit forwards. The boiler controller will tip
downwards to provide access.
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7.5 Connecting the boiler to the flue gas system

Y QPOP3
N Make sure that the socket connections of the flue and air supply duct materials

are correctly sealed. Improper fastening of the flue and air supply duct can lead
to hazardous situations or result in personal injury.

N Check all flue components for tightness.

N Secure the flue system to a rigid structure using appropriate clips. Refer to the
instructions included in the box for more details about the concentric flue
material. See "7.5.13  Placing brackets on the flue gas piping"  [��   69] for more
details about the dual pipe 80 mm flue and air intake connections.

N Do NOT use screws or parkers to mount the flue system as leakage can occur.

N Sealing rubbers can be negatively affected when grease is applied, use water
instead.

N Do NOT mix any components, materials or ways of coupling from different
manufacturers.

The gas boiler is designed ONLY for operation independent of room air.

The gas boiler is delivered with a 60/100 concentric flue gas/air intake connection.
Fit the concentric pipe carefully in the adapter. The built-in gaskets ensure there is
an air tight seal.

An adapter piece 80/125 concentric connection is also available. Fit the concentric
pipe carefully in the adapter. The built-in gaskets ensure there is an air tight seal.

OPKDQH IODP
Carefully follow the instructions as described in the adapter set.

The concentric adapter piece is equipped with a measuring point for the gas
exhaust and one for the air intake.

b
a

4 Gas exhaust measuring point
 Air intake measuring point

The air supply and the flue pipe can also be connected separately as a dual pipe
connection. An option to change the gas boiler from a concentric to a dual pipe
connection is available.

PDIOCB
When installing the gas exhaust take the installation of the outdoor unit into
account. Make sure the exhaust gases are not sucked into the evaporator.

When installing the gas exhaust and the air intake, take into account the
serviceability of the indoor unit. When the gas exhaust/air intake goes backwards
over the indoor unit, the expansion vessel cannot be accessed and, if necessary, will
have to be replaced outside the unit.
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7.5.1 To change the gas boiler to 80/125 concentric connection

The concentric connection can be changed from Ø60/100 to Ø80/125 by an
adapter set.

Remove the concentric pipe from the air supply and combustion gas pipe at
the top of the gas boiler by turning counterclockwise.

, Remove the O-ring from the concentric pipe and fit it around the flange of the
concentric adapter Ø80/125.

2 Place the concentric adapter in the top of the appliance and turn it clockwise
so that the measurement nipple points straight forward.

8 Fit the concentric pipe for the air supply and combustion gas flue into the
adapter. The integral sealing ring ensures an airtight connection.

; Check the connection of the internal flue pipe and the condensate collector.
Make sure it is properly connected.

7.5.2 To change the 60/100 concentric connection to a dual pipe connection

The concentric connection can be changed from Ø60/100 to a dual pipe
connection 2× Ø80 by an adapter set.

Remove the concentric pipe from the air supply and combustion gas pipe at
the top of the gas boiler by turning counterclockwise.

, Remove the O-ring from the concentric pipe and fit it around the flange of the
dual pipe adapter Ø80.

2 Place the combustion gas connection (Ø80) in the top of the appliance and
turn it clockwise so that the measurement nipple points straight forward. The
integral sealing ring ensures an airtight connection.

8 Remove the lid from the air supply connection. Make sure to properly connect
the air intake.

; Fit the pipes for the air supply and flue gas carefully in the air inlet opening
and flue gas adapter of the unit. The built-in gaskets ensure there is an air
tight seal. Make sure that the connections are not mixed.

+ Check the connection of the internal flue pipe and the condensate collector.
Make sure it is properly connected.



7������Unit installation

Installer reference guide

59
CHYHBH05+08AF + EHYKOMB33AA
Daikin Altherma R Hybrid
4P471761-1F – 2025.03

OPKDQH IODP
Carefully follow the instructions as described in the adapter set.

7.5.3 Calculate the total piping length

When the resistance of the flue pipe and air supply pipe increase, the appliance
power will decrease. The maximum permitted reduction in power is 5%.

The resistance of the air supply pipe and combustion gas flue depends on:
N the length,
N the diameter,
N all components (bends, elbows,…).

The total permitted pipe length of the air supply and the combustion gas flue is
indicated for each appliance category.

BT"-G45&0#$5&0@#%$6!($*!0*&0#(-*$-0.#4554#-!0$\+:W ::]

U&0@#%$\/]

Bend 90° 1.5

Bend 45° 1

BT"-G45&0#$5&0@#%$6!($)"45$'-'&$-0.#4554#-!0

U&0@#%$\/]

R/D=1 Bend 90° 2 m

Bend 45° 1 m

R/D=0.5 Elbow 90° 4 m

Elbow 45° 2 m
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R R

D D

R/D=1 R/D=0.5

For a dual pipe connection, all defined lengths assume a diameter of 80 mm.

94/'5&$*45*"54#-!0$6!($)"45$'-'&$4''5-*4#-!0

L6

L4 L3

L1

L2

L5

?-'& ?-'&$5&0@#% I!#45$'-'&$5&0@#%

Flue pipe L1+L2+L3+(2×2) m 13 m

Air supply L4+L5+L6+(2×2) m 12 m

Total piping length = sum of the straight pipe lengths + sum of the equivalent pipe
length of bends/elbows.

7.5.4 Appliance categories and pipe lengths

Following installation methods are supported by the manufacturer.
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OPKDQH IODP
N In case of a C43 or C83 type flue gas system, a flue gas flap valve (EKFGF1A) MUST

be installed.

N In case of installations which include wall terminals and/or flue pipes longer than
2 m, a flue gas flap valve (EKFGF1A) is recommended.

The horizontal flue MUST be installed under a 3° fall towards the boiler (50 mm per
metre) and MUST be supported with a minimum of 1 bracket at each meter length.
Best recommended position of the bracket is just before the joint.

OPKDQH IODP
Flexible flue gas lines may NOT be used in horizontal connection sections.

C 2$\ ] C22$\,] C 2$\ ] C22$\,]
+:W :: +:W :: IZ-0F1: IZ-0F1:
U $\/] U $\/] U $\/] U $\/]

10 10 80 21

C 2$\ ] C22$\,] CA2$\8] C;2$\2]
1:W ,; 1:W ,; 1:W ,; 1: +:W :: +:
U $\/] U $\/] U $\/] U,$\/] U $\/] U,$\/]

29 29 10 25 6 1

1 10

9'&*-45$ (&/4(S$(&@4()-0@ C53M The maximum lengths for L1 and L2 are related to
each other. First determine the length of L1; then make use of the graph below to
determine the maximum length of L2. For example: if the length of L1 is 2 m, L2
can maximally be 8 m long.
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4 Gas exhaust/air intake parts can be bought from a third party. All parts purchased
from an external supplier MUST comply with EN14471.

 NOT allowed.

7.5.6 Flue pipe position

See the local and national regulations.

B.'&*-4557$6!($>LM

Only use flue products approved by the boiler manufacturer, which can be bought
from the supplier of your boiler.

See "6.2 Combining units and options" [��  33].
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If the distance between the fixing brackets on sleeves is greater than 2 meters:
N Place one or multiple non-fixing brackets between the fixing brackets in case of

the plastic piping.
N Place one or multiple fixing brackets between the fixing brackets in case of the

metal piping.
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I%&$54.#$&5&/&0#$ &6!(&$4$'4..4@&$!($4$.%46#

Bracket the last element of the connecting pipe before a passage or a shaft. If this
last element is a bend, the preceding element can also be braced.

4 Option 1
 Option 2

))-#-!045$-0.#("*#-!0.$Z%&0$#%&$65"&$.7.#&/$-.$-0$4$.%46#M

N Check that the fall of the pipes coming from the shaft is 3°.
N Check that the pipes are not blocked or damaged.
N Make sure that there is clearance between the flue and the air connection.
N Check that the connections do have an insert length of minimum 50 mm.
N Position a securing bracket on the last element before the wall.
N When this last element is an elbow, the bracket may also be placed on the

previous bracket.

7.6 Condensate pipe work

OPKDQH IODP
The condensate discharge system MUST be made of plastic, no other materials may
be used. The discharge duct MUST have a minimum gradient of 5~20  mm/m.
Condensate discharge via the gutter is NOT allowed due to risk of frost and the
possible damage to the materials.
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Ø22 mm

c

�•�������P�P

a

b

d

e

4 Condensate discharge from boiler
 Soil and vent stack
* Sink or basin with integrated overflow
) 75 mm waste trap and air break
& Condensate pump

7.6.2 External connections

If an externally condensate drainage pipe is used, following measures should be
made to prevent freezing:
N The pipe should be run internally as far as possible before going to the outside.

The pipe diameter should be increased to a minimum inner diameter of 30 mm
(typically outer diameter of 32 mm) before it goes through the wall.

N The external run should be kept as short as possible, taking the most vertical
route possible to the discharge point. Take into account that there are no
horizontal sections in which condensate might collect.

N The external pipe should be insulated. Use a suitable waterproof and weather
proof insulation ("Class O" pipe insulation is suitable for this purpose).

N The use of fittings and elbows should be kept to a minimum. Any internal burrs
should be removed so that the internal pipe section is as smooth as possible.
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8 Piping installation
C >IODP
See "4  Specific installer safety instructions"  [��   20] to make sure this installation
complies with all safety regulations.

In this chapter
8.1 Preparing refrigerant piping................................................................................................................................................... 77

8.1.1 Refrigerant piping requirements ........................................................................................................................... 77
8.1.2 Refrigerant piping insulation ................................................................................................................................. 78

8.2 Connecting the refrigerant piping.......................................................................................................................................... 79
8.2.1 About connecting the refrigerant piping............................................................................................................... 79
8.2.2 Precautions when connecting the refrigerant piping ........................................................................................... 79
8.2.3 Guidelines when connecting the refrigerant piping ............................................................................................. 80
8.2.4 Pipe bending guidelines ......................................................................................................................................... 81
8.2.5 To flare the pipe end.............................................................................................................................................. 81
8.2.6 To braze the pipe end ............................................................................................................................................ 82
8.2.7 Using the stop valve and service port.................................................................................................................... 82
8.2.8 Usage of reducers to connect the piping to the outdoor unit.............................................................................. 84
8.2.9 To connect the refrigerant piping to the indoor unit............................................................................................ 84

8.3 Checking the refrigerant piping.............................................................................................................................................. 85
8.3.1 About checking the refrigerant piping................................................................................................................... 85
8.3.2 Precautions when checking the refrigerant piping ............................................................................................... 85
8.3.3 To check for leaks................................................................................................................................................... 85
8.3.4 To perform vacuum drying .................................................................................................................................... 86
8.3.5 To insulate the refrigerant piping.......................................................................................................................... 87

8.4 Charging refrigerant ............................................................................................................................................................... 87
8.4.1 About charging refrigerant .................................................................................................................................... 87
8.4.2 About the refrigerant............................................................................................................................................. 88
8.4.3 Precautions when charging refrigerant................................................................................................................. 89
8.4.4 To determine the additional refrigerant amount.................................................................................................. 89
8.4.5 To determine the complete recharge amount...................................................................................................... 89
8.4.6 To charge additional refrigerant............................................................................................................................ 89
8.4.7 To fix the fluorinated greenhouse gases label ...................................................................................................... 90

8.5 Preparing water piping ........................................................................................................................................................... 90
8.5.1 Water circuit requirements ................................................................................................................................... 90
8.5.2 Formula to calculate the expansion vessel pre-pressure...................................................................................... 94
8.5.3 To check the water volume and flow rate............................................................................................................. 94
8.5.4 Changing the pre-pressure of the expansion vessel ............................................................................................. 96
8.5.5 To check the water volume: Examples .................................................................................................................. 97

8.6 Connecting water piping ........................................................................................................................................................ 97
8.6.1 About connecting the water piping....................................................................................................................... 97
8.6.2 Precautions when connecting the water piping.................................................................................................... 98
8.6.3 Connecting the water piping of the indoor unit.................................................................................................... 98
8.6.4 Connecting the water piping of the gas boiler ...................................................................................................... 99
8.6.5 To fill the space heating circuit .............................................................................................................................. 101
8.6.6 To fill the domestic water circuit of the gas boiler................................................................................................ 101
8.6.7 To fill the domestic hot water tank ....................................................................................................................... 101
8.6.8 To insulate the water piping .................................................................................................................................. 101

8.7 Connecting the gas piping ...................................................................................................................................................... 102
8.7.1 To connect the gas pipe......................................................................................................................................... 102
8.7.2 To perform an air purge on the gas supply ........................................................................................................... 102

8.1 Preparing refrigerant piping

8.1.1 Refrigerant piping requirements

OPKDQH IODP
Also read the precautions and requirements in the "3  General safety
precautions" [��  12].
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8.2.8 Usage of reducers to connect the piping to the outdoor unit

For connecting the piping to the outdoor unit, you (possibly) need reducers. Please
consult following table to see where you need which reducer.

See the outdoor unit installation manual for more information.

?!(# 2HXH;,
2HXH+1

8HXH+1 8HXH1: ;HXHA:

A X X X X

B CHYHBH05(a) X X X

C CHYHBH05(a) CHYHBH05(a) CHYHBH05

CHYHBH08

X

D — CHYHBH05(a) CHYHBH05

CHYHBH08

CHYHBH05

CHYHBH08

E — — — CHYHBH05

CHYHBH08
(a) Use the reducer accessory set from the accessory bag delivered with the indoor unit.

X Connection of CHYHBH05 or CHYHBH08 is NOT allowed.
— Connection of CHYHBH05 or CHYHBH08 is NOT possible.

8.2.9 To connect the refrigerant piping to the indoor unit

Connect the liquid stop valve from the outdoor unit to the refrigerant liquid
connection of the indoor unit.

ba

4 Refrigerant liquid connection
 Refrigerant gas connection

, Connect the gas stop valve from the outdoor unit to the refrigerant gas
connection of the indoor unit.

PDIOCB
It is recommended that the refrigerant piping between indoor and outdoor unit is
installed in a ducting or the refrigerant piping is wrapped with finishing tape.
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8.3 Checking the refrigerant piping

8.3.1 About checking the refrigerant piping

The outdoor unit's -0#&(045 refrigerant piping has been factory tested for leaks. You
only have to check the outdoor unit's &<#&(045 refrigerant piping.

V&6!(&$*%&*S-0@$#%&$(&6(-@&(40#$'-'-0@

Make sure the refrigerant piping is connected between the outdoor unit and the
indoor unit.

I7'-*45$Z!(S65!Z

Checking the refrigerant piping typically consists of the following stages:
1 Checking for leaks in the refrigerant piping.
2 Performing vacuum drying to remove all moisture, air or nitrogen from the

refrigerant piping.

If there is a possibility of moisture being present in the refrigerant piping (for
example, water may have entered the piping), first carry out the vacuum drying
procedure below until all moisture has been removed.

8.3.2 Precautions when checking the refrigerant piping

OPKDQH IODP
Also read the precautions and requirements in the following chapters:

N "3 General safety precautions" [��  12]

N "8.1 Preparing refrigerant piping" [��  77]

PDIOCB
Use a 2-stage vacuum pump with a non-return valve that can evacuate to a gauge
pressure of −⁠100.7 kPa (−⁠1.007 bar)(5 Torr absolute). Make sure the pump oil does
not flow oppositely into the system while the pump is not working.

PDIOCB
Use this vacuum pump for R32 exclusively. Using the same pump for other
refrigerants may damage the pump and the unit.

PDIOCB
N Connect the vacuum pump to the service port of the gas stop valve.

N Make sure that the gas stop valve and liquid stop valve are firmly closed before
performing the leak test or vacuum drying.

8.3.3 To check for leaks

PDIOCB
Do NOT exceed the unit's maximum working pressure (see "PS High" on the unit
name plate).
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OPKDQH IODP
Depending on the units and/or the installation conditions, it might be necessary to
connect electrical wiring before you can charge refrigerant.

Typical workflow – Charging additional refrigerant typically consists of the following
stages:

1 Determining if and how much you have to charge additionally.

2 If necessary, charging additional refrigerant.

3 Filling in the fluorinated greenhouse gases label, and fixing it to the inside of
the outdoor unit.

C!/'5&#&57$(&*%4(@-0@$(&6(-@&(40#

Before completely recharging refrigerant, make sure the following is done:

1 All refrigerant is recovered from the system.

2 The outdoor unit's &<#&(045 refrigerant piping is checked (leak test, vacuum
drying).

3 Vacuum drying on the outdoor unit's -0#&(045 refrigerant piping is performed.

Typical workflow – Completely recharging refrigerant typically consists of the
following stages:

1 Determining how much refrigerant to charge.

2 Charging refrigerant.

3 Filling in the fluorinated greenhouse gases label, and fixing it to the inside of
the outdoor unit.

8.4.2 About the refrigerant

This product contains fluorinated greenhouse gases. Do NOT vent gases into the
atmosphere.

Refrigerant type: R32

Global warming potential (GWP) value: 675

Periodical inspections for refrigerant leaks may be required depending on the
applicable legislation. Contact your installer for more information.

Y QPOP3M$KU HH VUB$H IBQO U
The refrigerant inside this unit is mildly flammable.

Y QPOP3
N The refrigerant inside the unit is mildly flammable, but normally does NOT leak. If

the refrigerant leaks in the room and comes in contact with fire from a burner, a
heater, or a cooker, this may result in fire, or the formation of a harmful gas.

N Turn OFF any combustible heating devices, ventilate the room, and contact the
dealer where you purchased the unit.

N Do NOT use the unit until a service person confirms that the part from which the
refrigerant leaked has been repaired.
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Y QPOP3
N Do NOT pierce or burn refrigerant cycle parts.

N Do NOT use cleaning materials or means to accelerate the defrosting process
other than those recommended by the manufacturer.

N Be aware that the refrigerant inside the system is odourless.

PDIOCB
Applicable legislation on 65"!(-04#&)$@(&&0%!".&$@4.&. requires that the refrigerant
charge of the unit is indicated both in weight and CO2 equivalent.

K!(/"54$ #!$ *45*"54#&$ #%&$ T"40#-#7$ -0$ CD2$ &T"-G45&0#$ #!00&.M GWP value of the
refrigerant × total refrigerant charge [in kg]/1000

Contact your installer for more information.

8.4.3 Precautions when charging refrigerant

OPKDQH IODP
Also read the precautions and requirements in the following chapters:

N "3 General safety precautions" [��  12]

N "8.1 Preparing refrigerant piping" [��  77]

8.4.4 To determine the additional refrigerant amount

O6$#%&$#!#45$5-T"-)$'-'-0@
5&0@#%$-.d

I%&0d

≤30 m Do NOT add additional refrigerant.

>30 m R=(total length (m) of liquid piping–30 m)×0.020

R=Additional charge (kg) (rounded in units of 0.1 kg)

OPKDQH IODP
Piping length is the one-way length of liquid piping.

For the maximum allowable refrigerant charge amount, see the outdoor unit
installation manual.

8.4.5 To determine the complete recharge amount

OPKDQH IODP
If a complete recharge is necessary, the total refrigerant charge is: the factory
refrigerant charge (see unit name plate) + the determined additional amount.

8.4.6 To charge additional refrigerant

Y QPOP3
N Only use R32 as refrigerant. Other substances may cause explosions and

accidents.

N R32 contains fluorinated greenhouse gases. Its global warming potential (GWP)
value is 675. Do NOT vent these gases into the atmosphere.

N When charging refrigerant, ALWAYS use protective gloves and safety glasses.
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PDIOCB
To avoid compressor breakdown, do NOT charge more than the specified amount of
refrigerant.

?(&(&T"-.-#&M$ Before charging refrigerant, make sure the refrigerant piping is
connected and checked (leak test and vacuum drying).

Connect the refrigerant cylinder to the service port.

, Charge the additional refrigerant amount.

2 Open the gas stop valve.

If pump down is needed in case of dismantling or relocating the system, see
"16.2 To pump down" [��  203] for more details.

8.4.7 To fix the fluorinated greenhouse gases label

Fill in the label as follows:

b

Contains fluorinated greenhouse gases

2
1 1

1

2

2 kg

tCO2eq
GWP × kg

1000

=

=

+

kg=

kg=

GWP: XXX

RXXX
a

f
c

d

e

4 If a multilingual fluorinated greenhouse gases label is delivered with the unit (see
accessories), peel off the applicable language and stick it on top of 4.

 Factory refrigerant charge: see unit name plate
* Additional refrigerant amount charged
) Total refrigerant charge
& j"40#-#7$!6$65"!(-04#&)$@(&&0%!".&$@4.&. of the total refrigerant charge

expressed as tonnes CO2 equivalent.
6 GWP = Global Warming Potential

PDIOCB
Applicable legislation on 65"!(-04#&)$@(&&0%!".&$@4.&. requires that the refrigerant
charge of the unit is indicated both in weight and CO2 equivalent.

K!(/"54$ #!$ *45*"54#&$ #%&$ T"40#-#7$ -0$ CD2$ &T"-G45&0#$ #!00&.M GWP value of the
refrigerant × total refrigerant charge [in kg] / 1000

Use the GWP value mentioned on the refrigerant charge label.

, Fix the label on the inside of the outdoor unit near the gas and liquid stop
valves.

8.5 Preparing water piping

8.5.1 Water circuit requirements

OPKDQH IODP
Also read the precautions and requirements in the "3  General safety
precautions" [��  12].

PDIOCB
In case of plastic pipes, make sure they are fully oxygen diffusion tight according to
DIN 4726. The diffusion of oxygen into the piping can lead to excessive corrosion.
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8.5.5 To check the water volume: Examples

B<4/'5&$
The indoor unit is installed 5 m below the highest point in the water circuit. The
total water volume in the water circuit is 100 l.

No actions or adjustments are required for either underfloor heating loops or
radiators.

B<4/'5&$,
The indoor unit is installed at the highest point in the water circuit. The total water
volume in the water circuit is 350  l. Radiators are installed, so use the graph of
80°C.

Actions:
N Because the total water volume (350  l) is more than the default water volume

(140 l), the pre-pressure must be decreased.
N The required pre-pressure is:

Pg = (0.3+(H/10)) bar = (0.3+(0/10)) bar = 0.3 bar
N The corresponding maximum water volume at 0.3 bar is 205 l. (See the graph in

the chapter above).
N Because 350  l is more than 205  l, the expansion vessel is too small for the

installation. Therefore install an extra vessel outside the installation.

8.6 Connecting water piping

8.6.1 About connecting the water piping

V&6!(&$*!00&*#-0@$#%&$Z4#&($'-'-0@

Make sure the outdoor unit, indoor unit and gas boiler are mounted.

I7'-*45$Z!(S65!Z

Connecting the water piping typically consists of the following stages:
1 Connecting the water piping of the indoor unit.
2 Connecting the water piping of the gas boiler.
3 If necessary, performing a wiring error check. See "12.4.1 To perform a wiring

error check" [��  170].

OPKDQH IODP
N You only have to perform a wiring error check if you are not sure that the

electrical wiring and piping is connected correctly.

N If you perform a wiring error check, the hybrid for multi indoor unit will not
operate by heat pump for 72 hours. During this time, the gas boiler will take over
the hybrid operation.

4 Filling the space heating circuit.
5 Filling the domestic water circuit of the gas boiler.
6 Filling the domestic hot water tank.
7 Insulating the water piping.
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8.6.2 Precautions when connecting the water piping

OPKDQH IODP
Also read the precautions and requirements in the following chapters:

N "3 General safety precautions" [��  12]

N "8.5 Preparing water piping" [��  90]

8.6.3 Connecting the water piping of the indoor unit

I!$*!00&*#$#%&$Z4#&($'-'-0@$6!($.'4*&$%&4#-0@

PDIOCB
In case of old heating installations, it is recommended to use a dirt separator. Dirt or
sediment from the heating installation can damage the unit and reduce its lifetime.

PDIOCB
Do NOT use excessive force when connecting the piping. Deformation of the piping
can cause malfunctioning of the unit.

PDIOCB
N It is recommended to install shut-off valves to space heating in and space heating

out connections. Shut-off valves are field supplied. They allow service to the unit
without draining the whole system.

N Foresee a drain/fill point to drain or fill the space heating circuit

PDIOCB
Do NOT install valves to shut down the entire emitter system (radiators, floor heating
loops, fan coil units, ...) instantly if this can result in an immediate short circuit of the
water flow between the outlet and the inlet of the unit (for example via a bypass
valve). This may trigger an error.

ab

4 Water inlet
 Water outlet

Connect the water inlet connection (Ø22 mm).

, Connect the water outlet connection (Ø22 mm).

2 In case of connection with the optional domestic hot water tank, see the
installation manual of the domestic hot water tank.

PDIOCB
Install air purge valves at all local high points.
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PDIOCB
In case an optional domestic hot water tank is installed: A pressure relief valve (field
supply) with an opening pressure of maximum 10 bar (= 1 MPa) must be installed on
the domestic cold water inlet connection in accordance with the applicable
legislation.

PDIOCB
In case an optional domestic hot water tank is installed:

N A drain device and pressure relief device must be installed on the cold water inlet
connection of the domestic hot water cylinder.

N To avoid back siphonage, it is recommended to install a non-return valve on the
water inlet of the domestic hot water tank in accordance with the applicable
legislation. Make sure it is NOT between the pressure relief valve and the DHW
tank.

N It is recommended to install a pressure reducing valve on the cold water inlet in
accordance with the applicable legislation.

N It is recommended to install an expansion vessel on the cold water inlet in
accordance with the applicable legislation.

N It is recommended to install the pressure relief valve on a higher position than
the top of the domestic hot water tank. Heating of the domestic hot water tank
causes water to expand and without pressure relief valve the water pressure
inside the tank can rise above the tank design pressure. Also the field installation
(piping, tapping points, etc.) connected to the tank is subjected to this high
pressure. To prevent this, a pressure relief valve needs to be installed. The
overpressure prevention depends on the correct operation of the field installed
pressure relief valve. If this is NOT working correctly, overpressure will deform
the tank and water leakage may occur. To confirm good operation, regular
maintenance is required.

8.6.4 Connecting the water piping of the gas boiler

I!$*!00&*#$#%&$Z4#&($'-'-0@$6!($.'4*&$%&4#-0@
Use the straight brass fitting connections (accessory of the heat pump unit).

The space heating piping of the boiler will be connected to the indoor unit.

, Install the straight brass fitting connections so that they perfectly match the
connection of both modules.

2 Tighten the straight brass fitting connections.
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8.7 Connecting the gas piping

8.7.1 To connect the gas pipe

Connect a gas valve to the 15  mm gas connection of the gas boiler and
connect it to the field pipe according to local regulations.

, Install a gas mesh filter in the gas connection if the gas may be contaminated.

2 Connect the gas boiler to the gas supply.

8 Check all parts for gas leaks on a pressure of maximum 50  mbar
(500 mm H2O). There may be no stress on the gas supply connection.

8.7.2 To perform an air purge on the gas supply

Turn once the screw counterclockwise.

Q&."5#M$Gas supply will purge air.

, Check all connections for leakage.

2 Check the gas supply pressure.

OPKDQH IODP
Make sure the working inlet pressure does NOT interfere with other gas appliances
installed.
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9 Electrical installation
In this chapter

9.1 About connecting the electrical wiring .................................................................................................................................. 103
9.1.1 Precautions when connecting the electrical wiring .............................................................................................. 103
9.1.2 Guidelines when connecting the electrical wiring ................................................................................................ 104
9.1.3 Overview of electrical connections except external actuators............................................................................. 105
9.1.4 Overview of electrical connections for external and internal actuators .............................................................. 105

9.2 Connections to the indoor unit .............................................................................................................................................. 107
9.2.1 To connect the electrical wiring to the indoor unit .............................................................................................. 107
9.2.2 To connect the main power supply of the indoor unit ......................................................................................... 108
9.2.3 To connect the main power supply of the gas boiler............................................................................................ 109
9.2.4 To connect the communication cable between gas boiler and indoor unit......................................................... 109
9.2.5 To connect the user interface................................................................................................................................ 111
9.2.6 To connect the shut-off valve ................................................................................................................................ 112
9.2.7 To connect the domestic hot water pump............................................................................................................ 113
9.2.8 To connect the alarm output................................................................................................................................. 113
9.2.9 To connect the space heating ON/OFF output ..................................................................................................... 114
9.2.10 To connect the safety thermostat ......................................................................................................................... 114

9.1 About connecting the electrical wiring

I7'-*45$Z!(S65!Z

Connecting the electrical wiring typically consists of the following stages:
1 Making sure the power supply system complies with the electrical

specifications of the heat pump.
2 Connecting the electrical wiring to the outdoor unit.
3 Connecting the electrical wiring to the indoor unit.
4 Connecting the main power supply of the indoor unit.
5 Connecting the main power supply of the gas boiler.
6 Connecting the communication cable between the gas boiler and the indoor

unit.
7 Connecting the user interface.
8 Connecting the shut-off valves.
9 Connecting the domestic hot water pump.
10 Connecting the alarm output.
11 Connecting the space heating ON/OFF output.
12 Connecting the safety thermostat.

9.1.1 Precautions when connecting the electrical wiring

J P3BQM$QO9L$DK$BUBCIQDC>IODP

Y QPOP3
N All wiring MUST be performed by an authorised electrician and MUST comply

with the national wiring regulation.

N Make electrical connections to the fixed wiring.

N All components procured on-site and all electrical construction MUST comply
with the applicable legislation.
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M

4
7
8
9
10
14
15

11
2

5

6

12

c

a

d

b

13

3

1

4 Outdoor unit
 Indoor unit
* Gas boiler
) Domestic hot water tank

O#&/ J&.*(-'#-!0 Y-(&. H4<-/"/
("00-0@$*"((&0#

D"#)!!($"0-#$40)$-0)!!($"0-#$'!Z&($."''57

1 Power supply for outdoor
unit

2+GND (a)

2 Power supply and
interconnection cable to
indoor unit

3+GND (b)

3 Power supply gas boiler 2+GND (c)

>.&($-0#&(64*&

4 User interface 2 (d)

D'#-!045$&T"-'/&0#

5 3‑way valve 3 100 mA(e)

6 Domestic hot water tank
thermistor

2 (f)

7 Room thermostat/heat
pump convector

3 or 4 100 mA(e)

8 Outdoor ambient
temperature sensor

2 (e)

9 Indoor ambient
temperature sensor

2 (e)

K-&5)$."''5-&)$*!/'!0&0#.

10 Shut-off valve 2 100 mA(e)

11 Domestic hot water pump 2 (e)

12 Alarm output 2 (e)

13 Changeover to external heat
source control

2 (e)

14 Space heat operation
control

2 (e)
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O#&/ J&.*(-'#-!0 Y-(&. H4<-/"/
("00-0@$*"((&0#

15 Safety thermostat 2 (g)

(a) Refer to the nameplate of the outdoor unit.
(b) Cable section 1.5 mm²; maximum length: 50 m.
(c) Use the cable supplied with the boiler.
(d) Cable section 0.75 mm² till 1.25 mm²; maximum length: 500 m. Applicable for both single

user interface and dual user interface connection.
(e) Minimum cable section 0.75 mm².
(f) The thermistor and connection wire (12 m) are delivered with the domestic hot water

tank.
(g) Cable section 0.75 mm² till 1.25 mm²; maximum length: 50 m. Voltage-free contact shall

ensure the minimum applicable load of 15 V DC, 10 mA.

PDIOCB
More technical specifications of the different connections are indicated on the inside
of the indoor unit.

9.2 Connections to the indoor unit

9.2.1 To connect the electrical wiring to the indoor unit

It is recommended to install all electrical wiring to the hydro box before installing
the boiler.

Wiring should enter the unit from the bottom.

, Routing of the wiring inside the unit should be as follows:

b
a

c

a

b

c

OPKDQH IODP
When installing field supply or option cables, foresee sufficient cable length. This will
make it possible to remove/reposition the switch box and gain access to other
components during service.



9 | Electrical installation

Installer reference guide

108
CHYHBH05+08AF + EHYKOMB33AA

Daikin Altherma R Hybrid
4P471761-1F – 2025.03

Q!"#-0@ ?!..- 5&$*4 5&.$\)&'&0)-0@$!0$"0-#$#7'&$40)$-0.#455&)$!'#-!0.]

a N Interconnection cable between indoor and outdoor unit
N Heat pump convector (option)
N Room thermostat (option)
N 3-way valve (option in case of tank)
N Shut-off valve (field supply)
N Domestic hot water pump (field supply)

b N Interconnection cable between indoor unit and gas boiler (see
boiler manual for connection instructions)

c N Outdoor ambient temperature sensor (option)
N User interface
N Indoor ambient temperature sensor (option)
N Safety thermostat (field supply)

2 Fix the cable with cable ties to the cable tie mountings to ensure strain relief
and to make sure that it does NOT come in contact with the piping and sharp
edges.

C >IODP
Do NOT push or place redundant cable length into the unit.

PDIOCB
More technical specifications of the different connections are indicated on the inside
of the indoor unit.

9.2.2 To connect the main power supply of the indoor unit

Connect the main power supply.

X2M

X1M
1
2
3

X5M

1 2 3

1 2 3

a

4 Interconnection cable (=main power supply)

, Fix the cable with cable ties to the cable tie mountings.
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9.2.3 To connect the main power supply of the gas boiler

Connect the power supply cable of the gas boiler to a fuse (a) (L: X2-2 (BRN),
N: X2-4 (BLU)).

, Connect the earthing of the gas boiler to an earthing terminal.

Q&."5#M$The gas boiler performs a test.  appears on the service display. After the
test,  appears on the service display (wait mode). The pressure in bar is shown on
the main display.

a

X2

J P3BQM$QO9L$DK$BUBCIQDC>IODP
A fused spur or an unswitched socket MUST be located no more than 1 m from the
appliance.

C >IODP
For installation in damp rooms, a fixed connection is obligatory. When working on
the electrical circuit ALWAYS isolate the electric supply.

9.2.4 To connect the communication cable between gas boiler and indoor unit

Open the gas boiler.

, Open the switch box cover of the gas boiler.

2 Remove one of the bigger knockout holes on the right side of the switch box
of the gas boiler.

8 Put the (larger) boiler connector through the knockout hole. Fix the cable in
the switch box by routing it behind the pre-mounted wires.
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X
39

A

A Close the switch box cover of the indoor unit.

: Close the switch box cover of the gas boiler.

Close the gas boiler.

9.2.5 To connect the user interface

N If you use 1 user interface, you can install it at the indoor unit (for control close
to the indoor unit), or in the room (when used as room thermostat).

N If you use 2 user interfaces, you can install 1 user interface at the indoor unit (for
control close to the indoor unit) + 1 user interface in the room (used as room
thermostat).

p *#-!0

1 Connect the user interface cable to the indoor unit.

Fix the cable with cable ties to the cable tie mountings.

X1M

1
2

X5M

ab

4 Main user interface(a)

  Optional user interface
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p *#-!0

2 Insert a screwdriver into the slots underneath the user interface and
carefully separate the faceplate from the wallplate.

The PCB is mounted in the faceplate of the user interface. Be careful
NOT to damage it.

3 Fix the wallplate of the user interface to the wall.

4 Connect as shown in 4A, 4B, 4C or 4D.

5 Reinstall the faceplate onto the wallplate.

Be careful NOT to pinch the wiring when attaching the frontplate to the
unit.

(a) The main user interface is required for operation, but has to be ordered separately
(mandatory option).

4A From the rear

b a

PCB

1×

4B From the left

a

PCB

b
1×

4C From the top
a

b

PCB

b
1×

4D From the top centre

a

PCB

b

b
1×

4 Notch this part for the wiring to pass through with nippers etc.

 Secure the wiring to the front part of the casing using the wiring
retainer and clamp.

9.2.6 To connect the shut-off valve

Connect the valve control cable to the appropriate terminals as shown in the
illustration below.

PDIOCB
Wiring is different for a NC (normally closed) valve and a NO (normally open) valve.
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X2M

X1M

7
5
6

X5M

X2M

X1M

X5M

NO NC

M2S M2S

7
6
5

, Fix the cable with cable ties to the cable tie mountings.

9.2.7 To connect the domestic hot water pump

Connect the domestic hot water pump cable to the appropriate terminals as
shown in the illustration below.

35
34

X2M

X1M

X5M

1~
MM2P

, Fix the cable with cable ties to the cable tie mountings.

9.2.8 To connect the alarm output

Connect the alarm output cable to the appropriate terminals as shown in the
illustration below.
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I!$4**&..$#%&$/!.#$".&)$*!//40).

I!$4**&..$#%&$-0.#455&($.&##-0@.

Set the user permission level to ������������������ .

, Go to [A]:  > �������������������	���������
������ .

I!$4**&..$#%&$!G&(G-&Z$.&##-0@.

Set the user permission level to ������������������ .

, Go to [A.8]:  > �������������������	���������
������  > ���
�����
�
�����	���������
������ .

I!$.&#$#%&$".&($'&(/-..-!0$5&G&5$#!$O0.#455&(

?(&(&T"-.-#&M$Your user permission level is �����
���	�������	�������� .

Go to [6.4]:  > �����������������
����  > ���������	���������
�����
�����	�����
���� .

, Press  for more than 4 seconds.

Q&."5#M$ Your user permission level is now ������������������ . The home pages
display .

OPKDQH IODP
The ������������������  permission level switches automatically back to �������	 ��������  in the
following cases:

N If you press  again for more than 4 seconds, or

N If you do NOT press any button for more than 1 hour

I!$.&#$#%&$".&($'&(/-..-!0$5&G&5$#!$ )G40*&)$&0)$".&(

Go to the main menu or any of its submenus: .

, Press  for more than 4 seconds.

Q&."5#M$Your user permission level is now �����
���	 �������	 �������� . The user interface
displays additional information and a "+" is added to the menu title. The user
permission level stays in �����
���	�������	��������  until manually set otherwise.

I!$.&#$#%&$".&($'&(/-..-!0$5&G&5$#!$B0)$".&(

Press  for more than 4 seconds.

Q&."5#M$Your user permission level is now �������	 �������� . The user interface displays
the default home page.

I!$/!)-67$40$!G&(G-&Z$.&##-0@

B<4/'5&M$Modify [1‑01] from 15 to 20.

Go to [A.8]:  > �������������������	���������
������  > ���
�����
�
�����	���������
������ .

, Go to the corresponding screen of the first part of the setting (in this example
[ -01]) by using the  and  button.

OPKDQH IODP
An additional 0-digit is added to the first part of the setting when you access the
codes in the overview settings.

B<4/'5&M$[1‑01]: "1" will result in ":1".
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�#�"
�#�$
�#��
�#��
�#�%

�#�# �#��
�#�&
�#��
�#�'

�#�#�#�#
�#�!
�#��
�#�(

�#�# �#�"
�#� 
�#��
�#�)

�"� 

�*�+�%�,�+���%�-�.�/�%�0�0�����1�/

���2���'���,�3 ���)�4�5�/�0 ���(�,�2�6�6

2 Go to the corresponding second part of the setting (in this example [1-: ]) by
using the  and  button.

Q&."5#M$The value to be modified is now highlighted.

8 Modify the value by using the  and  button.

�#�"
�#�$
�#��
�#��
�#�%

�#�# �#��
�#�&
�#��
�#�'

�#�#�#�#
�#�!
�#��
�#�(

�#�# �#�"
�#� 
�#��
�#�)

�$�#

�*�+�%�,�+���%�-�.�/�%�0�0�����1�/

���2���'���,�3 ���)�4�5�/�0 ���(�,�2�6�6

; Repeat previous steps if you have to modify other settings.

+ Push  to confirm the modification of the parameter.

= At installer settings menu, press  to confirm the settings.

�
���/�0���6�6�%�,�.�/�%�0�0�����1�/
���7�%�.�/�8�/�0�%�3�.�-���6�6�.�,�%�/�0���,�0�9

���2���'���,�3 ���)�4�5�/�0

�������(�%�6�*�	

Q&."5#M$The system will restart.

I!$*!'7$#%&$.7.#&/$.&##-0@.$6(!/$#%&$6-(.#$#!$#%&$.&*!0)$".&($-0#&(64*&
If a second user interface is connected, the installer must first proceed below
instructions for the proper configuration of the 2 user interfaces.

This procedure offers you also the possibility to copy the language set from one
user interface to the other one: e.g. from EKRUCBL2 to EKRUCBL1.

Turn on the unit.

Q&."5#M$When turned on for the first time, both user interfaces display:

�"� �:�"�#���5�%

��� �:���5�0�2�.���)�)�,�%�/�/

���5�/�7�.�!�.�/�%�(�9�.�0�2�.�(�2���0�����5�%

, Push  for 4 seconds on the user interface on which you want to proceed to
the quick wizard.

Q&."5#M$This user interface is now the main user interface.
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OPKDQH IODP
While using the quick wizard on the main user interface, the second user interface
displays ��������  and you cannot interact with it.

2 On the display, check if there is a data difference between both user
interfaces.

Q&."5#M$ For proper operation of the system, the local data on both user
interfaces must be the same. If they contain different data, both user
interfaces will display:

���8���(�7�,�2�����;���0���2��
�����0���.�)���'�'�%�,�%���(�%�.�)�%�0�%�(�0�%�)�9
���6�%���/�%�.�/�%�6�%�(�0�.���(�0���2���:

���%���)�.�)���0��
���2���'���,�3 ���)�4�5�/�0

8 To make the data equal on both user interfaces, select the required action:

�� ���������	 �������� : the user interface you are operating contains the correct data.
Copy this data to the other user interface.

�� ���������
�
���	 �������� : the user interface you are operating does NOT contain the
correct data. Copy the data of the other user interface to this user interface.

; Confirm to proceed.

+ Push  to confirm the displayed selection of data.

Q&."5#M$All data (languages, schedules etc.) will be copied from the selected source
user interface to the other one. When done, the system is ready to be operated via
both user interfaces.

OPKDQH IODP
N As long as data is being copied, you cannot operate the user interfaces.

N Copying data can take up to 90 minutes.

N It is recommended to change installer settings, or the configuration of the unit,
on the main user interface. If not, it can take up to 5 minutes before these
changes are visible in the menu structure of the main user interface.

I!$*!'7$#%&$540@"4@&$.&#$6(!/$#%&$6-(.#$#!$#%&$.&*!0)$".&($-0#&(64*&
See "To copy the system settings from the first to the second user
interface" [��  119].

j"-*S$Z-g4()M$9&#$#%&$.7.#&/$547!"#$46#&($6-(.#$'!Z&($DP
After first power ON of the system, a quick wizard guides you through the initial
configuration of the following system settings:
N language
N date
N time
N system layout
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p C!)& J&.*(-'#-!0

[A.2.1.9] [F-0D] When the space heating control is OFF by the
user interface, the pump is always OFF, unless
pump operation is required due to safety
precautions. When the space heating control is
On, you can select the desired pump operation
mode (only applicable during space heating)

�(�������	�������������
�����	�������� :
N 0 (���������
���������� ): Not applicable.
N 1 (������������ ): Not applicable.

continued >>

p C!)& J&.*(-'#-!0

[A.2.1.9] [F-0D] << continuation
N 2 (�����)�������� )(default): Pump operation based

on request. B<4/'5&M$Using a room thermostat
creates thermo ON/OFF condition. When there
is no such demand, the pump is OFF.
a

d

e

b

b

c

b c

c

F a: Space heating control (user interface)

F b: OFF

F c: On

F d: Heating demand (by ext RT or RT)

F e: Pump operation

j"-*S$Z-g4()M$D'#-!0.

J!/&.#-*$%!#$Z4#&($.&##-0@.

Following settings must be made accordingly.

p C!)& J&.*(-'#-!0

[A.2.2.1] [E‑05] Domestic hot water preparation:
N 0 (�#��): NOT possible
N 1 (�*����)(default): Possible

[A.2.2.2] [E‑06] Domestic hot water tank installed in the system?
N 0 (�#��)(default): the domestic hot water will be

produced by the boiler when there is a
demand.

N 1 (�*����): the domestic hot water will be
produced by the tank.

P!#&M$For Switzerland, setting MUST be "1".
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p C!)& J&.*(-'#-!0

[A.2.2.3] [E‑07] What kind of domestic hot water tank is
installed?
N 4 (�!�������	�+). EKHWP.
N 6 (�!�������	�, ) Third-party tank.

Range: 0~6.

[A.2.2.A] [D‑02] In case a tank is installed, the indoor unit offers
the possibility to connect a field supplied
domestic hot water pump (On/OFF type).
Depending on the installation and configuration
on the user interface, we distinguish its
functionality. Not applicable for Switzerland.

In case of [E‑06]=0
N 0 (�#��)(default): NOT installed
N 1 (�������������������	 �������� ): Installed for instant hot

water when hot water is tapped. The end-user
sets the operation timing (weekly schedule
time of the domestic hot water pump when it
should run. Control of this pump is possible
through the indoor unit. The target
temperature of the recirculation function is a
minimum of 45°C, or the domestic hot water
setpoint set in the domestic hot water home
screen (provided it is >45°C).

In case of [E‑06]=1
N 0 (�#��)(default): NOT installed
N 1 (�������������������	 �������� ): Installed for instant hot

water when water is tapped. The end-user sets
the operation timing (weekly schedule time) of
the domestic hot water pump when it should
run. Control of this pump is possible through
the indoor unit.

N 2 (�-�
���
�������	 ���.������ ): Installed for disinfection.
It runs when the disinfection function of the
domestic hot water function is running. No
further settings are needed.

See also illustrations below.

PDIOCB
If a domestic hot water pump for instant hot water is present in the system
([D‑02]=1), scaling of the boiler heat exchanger can occur faster due to more
frequent domestic hot water operation.

O0$*4.&$!6$qBr:+st:

OPKDQH IODP
Not applicable for Switzerland.
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J!/&.#-*$%!#$Z4#&($'"/'$-0.#455&)$6!($-0.#40#$%!#$Z4#&(

c

da

b

ef g

h

4 Indoor unit
 Hot water connection on boiler
* Domestic hot water pump (field supply)
) Shower (field supply)
& Inlet on boiler
6 Recirculation thermistor (EKTH2) (field supply)
@ Water supply
% Non-return valve (field supply)

O0$*4.&$!6$qBr:+st
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4 Indoor unit
 Tank
* Domestic hot water pump (field supply)
) Heater element (field supply)
& Non‑return valve (field supply)
6 Shower (field supply)
@ Cold water

I%&(/!.#4#.$40)$&<#&(045$.&0.!(.

p C!)& J&.*(-'#-!0

[A.2.2.4] [C-05] ���������������	���������	�����
��

In external room thermostat control, the contact
type of the optional room thermostat or heat
pump convector for the main leaving water
temperature zone must be set.
N 1 (�!�.���������	 ���#�/���0�0): The connected external

room thermostat or heat pump convector
sends the heating demand by the same signal
as it is connected to only 1 digital input
(preserved for the main leaving water
temperature zone) on the indoor unit (X2M/1).
Select this value in case of a connection to the
heat pump convector (FWXV).

N 2 (�1�/���	 �����)�������� )(default): The connected
external room thermostat sends separate
heating demand and is therefore connected to
the 2 digital input (preserved for the main
leaving water temperature zone) on the indoor
unit (X2M/1 and 2). Select this value in case of
connection with the wired (EKRTWA) or
wireless (EKRTR1) room thermostat.
Q&/4(SM$ Only possible to use as a heating
application.



�+�����������&���
�����
���������&��

�������������������	�����
�������������	���
������

������
�����������������'���������	�'�	� �����!�"�#���$�$����
�������������	�����������������	���	������������
�(�)�(�*�+�*�,�+�-�+���	�.�	�/���/���0���$

�S �&�����	 �-�	���
�����
��������

�S���0�/�0�/�0���T �S���-���,�T ���������������	���������	��������

�����	���6�������������	���&�&���	�����������&���������	���&�������&���	�1�������	�/
�������9�������	�1���������	�������8���������
�����	�>�&�������D�	�������	�����8���	�&�
�	������
�&�8�����&�������	���&�&���	�����������&���������	�
�&���	�������	�������������&������
�������9�������	�1���������	�������8���������
�����	�>�&�����	���
�����	�����	�������0
�1�+�	 �A�!�.���������	 ���#�/���0�0�B�:�	 �<�����	���������������	 ��������

�����
�� �0�	���&���������������	�&���	�������	�������&�&���	�
�������	�A�a�/�#�=�+���B�0
�1�/�	 �A�1�/���	 �����)�������� �B�A�����
���
�����B�:�	 �<�����	��������������

���������	 �����
�� �0�	 ���&���������������	 �&���	 �������	 �������&�&���	 �
������
�A�a�/�#�=�+���	�������	�/���B�0

�S���0�/�0�/�0���T �S���-�����T ���"�������������	������������

�5�������	�����	�&�8�����&�������	���6�������������	���������������	���������&���	����
���&���������������D�	�������	�����8���	�&�
�	�������	���������&���	���
�����	�����	�������0
�1���	 �A�#���B�A�����
���
�����B�:�	 �@�"�%�	 �������������������0�	 �%�����	 �����������������&��

�����	 �������	 �
�������	 �����������
�������	 �������	 �����	 �������	 �&�
�����&�&���	 �
������
�������	�
�������	�
�&���	���������
�������������0

�1�+�	 �A���������������	 ������������ �B�:�	 �������������������0�	 �%�����	 �&�
�����&�&��
���������&���	 �1�������	 �����	 �
�������	 ���&�	 ���������
�����	 �������	 �&�
�����&�&��
���������������	 �������8���������
�����0�	�4�	�������6�0�����&���	 ���&����
�
�
���������&�������������D�	 �������	 �������8���������
�����	 ���������&���	 �����	 ������
�&�
�����&�&���	�
�������	�����	�����������	�
�������0

�1�/�	 �A���������	 ������������ �B�:�	 �������������������0�	 �%�����	 �������8���������
����
���������&���	 �����	 �������	 �
�������	 �����������
�������	 �����	 �@�"�%�	 �
������
���������&�����0�	�4�	�������6�0���%�������	�9�����
���	�������	�&�������	��������������
�����	���&�&���	�����������&���������	���&�������&���0

�-���#�����������2�:�'���"�&�9

�#�&�����
�����������&���	 �&�
�	 �����������	 �����������������	 �����	 �&�������	 �������������	 �1�������	 �������	 �&�8�����&�������	 ���������������	 ���=�"�	 �)�����	 ����
�������������������0�	 �%�����	 ���������������	 ���=�"�	 �)�����	 �������	 ���
�������8�����	 �
�
���������&�������������	 �1���������	 ���������	 ���&�	 ����
���&���
�����
�������0

�S �&�����	 �-�	���
�����
��������

�S���0�/�0�/�0�,�0�/�T�S���-���*�T �����������	�2�
��

�������������������	���
�	�������	���&�������������	���&���	�1���������	���������	�����	�������&
�������������	�����	���������������	���&�������	�8�����������0
�1���	�A�#���B�A�����
���
�����B�:�	�@�"�%�	�������������������0
�1�+�	�A�*�����B�:�	�������������������0�	�%�����	���&�������������	���&���	�1���������	��������

�������	 �.���������������	 �����	 �������	 ���&���������.�	 �������&�	 �����	 �������������	 ����
���������������	 ���&�������	 �8�����������0�	 �<�����	 ���������	 �9�����
���	 ���
�	 ��������������
���&�������	�8�����������	�������	�������������������0



10 | Configuration

Installer reference guide

130
CHYHBH05+08AF + EHYKOMB33AA

Daikin Altherma R Hybrid
4P471761-1F – 2025.03

p C!)& J&.*(-'#-!0

[7.7.1.1] [1‑00]

[1‑01]

[1‑02]

[1‑03]

<< continuation
N [1‑00]: Low outdoor ambient temperature. –

40°C~+5°C (default: –10°C)
N [1‑01]: High outdoor ambient temperature.

10°C~25°C (default: 15°C).
N [1‑02]: Desired leaving water temperature

when the outdoor temperature equals or
drops below the low ambient temperature.
[9‑01]°C~[9‑00]°C (default: 60°C).
P!#&M$This value should be higher than [1-03]
as for low outdoor temperatures warmer
water is required.

N [1‑03]: Desired leaving water temperature
when the outdoor temperature equals or
rises above the high ambient temperature.
[9‑01]°C~min(45, [9‑00])°C (default: 35°C).
P!#&M$This value should be lower than [1-02]
as for high outdoor temperatures less warm
water is required.

OPKDQH IODP
In order to optimise comfort as well as running costs, it is recommended to choose
weather-dependent setpoint operation. Set the settings carefully; they have
significant influence on heat pump as well as boiler operation. Too high leaving water
temperature can result in constant boiler operation.

U&4G-0@$Z4#&($#&/'&(4#"(&M$ ))-#-!045$g!0&

Only applicable if 2 leaving water temperature zones are present.

p C!)& J&.*(-'#-!0

[A.3.1.2.1] N/A ��� �!�	�����������
�����	�������� :
N �0�
�"����: The desired leaving water

temperature is:

F NOT weather-dependent (i.e. does NOT
depend on the outdoor ambient
temperature)

F fixed in time (i.e., NOT scheduled)
N � �������.�����	��������  (default): The desired leaving

water temperature is:

F weather-dependent (i.e. depends on the
outdoor ambient temperature)

F fixed in time (i.e., NOT scheduled)
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N/A [8‑0B] Target flow rate during heat pump operation.

The default value is set to deliver the nominal
capacity of the heat pump with a ΔT over the
emitter of 5°C. Decrease this value if the room
temperature is constantly higher than the
desired room temperature. Increase this value
if you feel discomfort in heat pump only
operation.

Range: 10~20 l/min
N For CHYHBH05: 13 l/min (default)
N For CHYHBH08: 15 l/min (default)

The default values have been set to optimise
comfort and performance. Take care when
changing them.

N/A [8‑0C] Target flow rate during hybrid operation.

The default value is chosen the same as the
target flow rate during boiler operation.
Decrease this value if the room temperature is
constantly higher than the desired room
temperature. Increase this value if you feel
discomfort in hybrid operation.

Range: 10~20 l/min
N For CHYHBH05: 13 l/min (default)
N For CHYHBH08: 15 l/min (default)

The default values have been set to optimise
comfort and performance. Take care when
changing them.

N/A [8‑0D] Target flow rate during gas boiler operation.

The default value is chosen to deliver the
nominal capacity of the gas boiler with a ΔT
over the emitter of 20°C. Decrease this value if
the room temperature is constantly higher than
the desired room temperature. Increase this
value if you feel discomfort in gas boiler only
operation.

10~20 l/min (default: 16  l/min)

The default value has been set to optimise
comfort and performance. Take care when
changing them.

U&4G-0@$Z4#&($#&/'&(4#"(&M$H!)"54#-!0

Modulation lowers or raises the desired leaving water temperature in function of
the desired room temperature and the difference between this temperature and
the actual room temperature. This results in:
N stable room temperatures exactly matching the desired temperature (high

comfort level),
N less On/OFF cycles (low noise level, high comfort and efficiency levels)
N as low as possible leaving water temperatures (high efficiency).
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This function is only applicable in case of room thermostat control and is used to
calculate the leaving water temperature. After activation, the leaving water
temperature can only be read on the user interface, but not changed. Turn OFF
modulation to change it. The leaving water temperature can either be a fixed
setpoint, or an offset in case of weather-dependent setpoint.

p C!)& J&.*(-'#-!0

[A.3.1.1.5] [8‑05] �4�����������������	��� �! :
N �#��: disabled.
P!#&M$The desired leaving water temperature
needs to be set on the user interface.

N �*���� (default): enabled.
P!#&M$The desired leaving water temperature
can only be read out on the user interface

N/A [8-06] Leaving water temperature maximum
modulation:

0°C~10°C (default: 5°C)

Requires modulation to be enabled.

This is the value by which the desired leaving
water temperature is increased or lowered.

OPKDQH IODP
When leaving water temperature modulation is enabled, the weather‑dependent
curve needs to be set to a higher position than [8-06] plus the minimum leaving
water temperature setpoint required to reach a stable condition on the comfort
setpoint for the room. To increase efficiency, modulation can lower the leaving water
setpoint. By setting the weather‑dependent curve to a higher position, it cannot drop
below the minimum setpoint. See the illustration below.

a

+[8-06]

�í�>���������@

b

Ta

Tt

4 Weather-dependent curve
 Minimum leaving water temperature setpoint required to reach a stable condition

on the comfort setpoint for the room.

U&4G-0@$Z4#&($#&/'&(4#"(&M$B/-##&($#7'&

Only applicable in case of room thermostat control. Depending on the system
water volume and the heat emitters type, the heat up of a space can take longer.
This setting can compensate for a slow or a quick heating system during the heat
up cycle.

P!#&M$The setting of the emitter type will influence the maximum modulation of
the desired leaving water temperature and the possibility for usage of the
automatic heating changeover based on the indoor ambient temperature.

Therefore it is important to set this correctly.
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[A.3.1.1.7] [9‑0B] �����
���������	�������� :

Reaction time of the system:
N �5���
���2 (default) B<4/'5&M$ Small water

volume, fan coils, or radiators.
N ��������  B<4/'5&M$ Large water volume, floor

heating loops.

j"-*S$%&4#$"'$6"0*#-!0

Only applicable in case of room thermostat control. The function will start up the
gas boiler when the actual room temperature is 3°C lower than the desired room
temperature. The large boiler capacity can boost up the room temperature quickly
to the desired temperature. This can be useful after a long period of absence or
after a break-down of the system. During the quick heat up function, the setpoint
of the gas boiler will be the maximum heating setpoint: [9‑00].

p C!)& J&.*(-'#-!0

N/A [C‑0A] Indoor quick heat up function
N 0: ���0�0.
N 1 (default): ���� .

J!/&.#-*$%!#$Z4#&($*!0#(!5
Only applicable in case an optional domestic hot water tank is installed.

This is always applicable for Switzerland.

C!06-@"(-0@$#%&$)&.-(&)$#40S$#&/'&(4#"(&

The domestic hot water can be prepared in 3 different ways. They differ from each
other by the way the desired tank temperature is set and how the unit acts upon it.

p C!)& J&.*(-'#-!0

[A.4.1] [6-0D] Domestic hot water �!������ :
N 0 (�����.�������	 �������� ): Only reheat operation is

allowed.
N 1 (�����.�������	 �6�	 �����.������ ): The domestic hot

water tank is heated according to a schedule
and between the scheduled heatup cycles,
reheat operation is allowed.

N 2 (�����.�������������	 �������� )(default): The domestic
hot water tank can ONLY be heated according
to a schedule.

See "Domestic hot water control: advanced" [��  142] for more details.

OPKDQH IODP
If a third‑party tank is present in the system ([E‑07]=6), it is recommended to set
[6‑0D] to "0" (i.e. �����.�������	�������� ).

H4<-/"/$JEYn#&/'&(4#"(&$.&#'!-0#

The maximum temperature that users can select for the domestic hot water. You
can use this setting to limit the temperatures at the hot water taps.
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OPKDQH IODP
During disinfection of the domestic hot water tank, the DHW  temperature can
exceed this maximum temperature.

OPKDQH IODP
Limit the maximum hot water temperature according to the applicable legislation.

p C!)& J&.*(-'#-!0

[A.4.5] [6‑0E] �4���"�
�������	�����������
����

The maximum temperature that users can select
for the domestic hot water. You can use this
setting to limit the temperature at the hot water
taps.

The maximum temperature is NOT applicable
during disinfection function. See disinfection
function.

In case of [E‑06]=1 (tank installed):
N [E‑07]≠6: 40~75°C (default: 75°C)
N [E‑07]=6: 40~60°C (default: 60°C)

In case of [E‑06]=0 (no tank installed):
N 40~65°C (default: 65°C)

C!0#4*#W%&5')&.S$0"/ &(
p C!)& J&.*(-'#-!0

[6.3.2] N/A Number that users can call in case of problems.

10.1.3 Advanced configuration/optimisation

9'4*&$%&4#-0@$!'&(4#-!0M$4)G40*&)

?(&.&#$5&4G-0@$Z4#&($#&/'&(4#"(&

You can define preset leaving water temperatures:
N economic (denotes the desired leaving water temperature which results in the

lowest energy consumption)
N comfort (denotes the desired leaving water temperature which results in the

highest energy consumption).

Preset values make it easy to use the same value in the schedule or to adjust the
desired leaving water temperature according to the room temperature (see
modulation). If you later want to change the value, you ONLY have to do it in one
place. Depending on whether the desired leaving water temperature is weather
dependent or NOT, the desired shift values or the absolute desired leaving water
temperature should be specified.

PDIOCB
The preset leaving water temperatures are ONLY applicable for the main zone, as the
schedule for the additional zone consists of On/OFF actions.
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PDIOCB
Select preset leaving water temperatures in accordance with the design and selected
heat emitters to ensure the balance between desired room and leaving water
temperatures.

p C!)& J&.*(-'#-!0

Preset leaving water temperature for the main leaving water temperature zone in
case of NOT weather dependent

[7.4.2.1] [8-09] ���������������	�7�.�������
�����8

[9‑01]°C~[9‑00]°C (default: 45°C)

[7.4.2.2] [8-0A] �������	�7�.�������
�����8

[9‑01]°C~[9‑00]°C (default: 40°C)

Preset leaving water temperature (shift value) for the main leaving water
temperature zone in case of weather dependent

[7.4.2.5] N/A ���������������	�7�.�������
�����8

–10°C~+10°C (default: 0°C)

[7.4.2.6] N/A �������	�7�.�������
�����8

–10°C~+10°C (default: –2°C)

I&/'&(4#"(&$(40@&.$\5&4G-0@$Z4#&($#&/'&(4#"(&.]

The purpose of this setting is to prevent selecting a wrong (i.e. too hot or too cold)
leaving water temperature. Therefore the available desired heating temperature
range can be configured.

PDIOCB
In case of a floor heating application it is important to limit the maximum leaving
water temperature at heating operation according to the specifications of the floor
heating installation.

PDIOCB
N When adjusting the leaving water temperature ranges, all desired leaving water

temperatures are also adjusted to guarantee they are between the limits.

N Always balance between the desired leaving water temperature with the desired
room temperature and/or the capacity (according to the design and selection of
the heat emitters). The desired leaving water temperature is the result of several
settings (preset values, shift values, weather-dependent curves, modulation). As a
result, too high or too low leaving water temperatures could occur which lead to
overtemperatures or capacity shortage. By limiting the leaving water
temperature range to adequate values (depending on the heat emitter), such
situations can be avoided.

B<4/'5&M$Set the minimum leaving water temperature to 28°C to avoid NOT to be
able to heat up the room: leaving water temperatures MUST be sufficiently higher
than the room temperatures (in heating).
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[9-0D]=4/8
a (kPa)

b (l/min)

4 External static pressure
 Water flow rate
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10.1.4 Menu structure: Overview user settings
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�����/�<�6���8

���2���0�,���/�0

�����(���6���0�.�������.�0���3�%
���/�%�,�.�<�,�2�'���6�%
���+�����6�����6�%�.�7�2�3�%�.�<���1�%�/

���%�0�.�/�(�7�%�)�5�6�%�/

���2�2�3�.�0�%�3�<�9
�����?�.�0�%�3�<

���,�%�/�%�0�.�+���6�5�%�/

���2�2�3�.�0�%�3�<�%�,���0�5�,�%
���?���.�3������
���������.�0�%�3�<�%�,���0�5�,�%
�C�5���%�0�.�6�%�+�%�6

�����?

���%�0�.�-�%���0�7�%�,�.�)�%�<�%���)�%���0

�?���,�������1�.�7���/�0�2�,�8

�
�6�%�(�.�<�,���(�%
���5�%�6�.�<�,���(�%

[7.6] �������0�/�.�2�'�.�3�%���/�5�,�%�3�%���0

���%�(���3���6�.�<�2�����0
���%�3�<�%�,���0�5�,�%
���,�%�/�/�5�,�%
���,�2�)�5�(�%�)�.�%���%�,�1�8

[7.7] ���%�0�.�-�%���0�7�%�,�.�)�%�<�%���)�%���0

��������
���)�)���0���2�����6

[7.7.1] ��������

���%�0�.�-�%���0�7�%�,�D�)�%�<�%���)�%���0�.�7�%���0�����1

[7.7.2] ���)�)���0���2�����6

���%�0�.�-�%���0�7�%�,�D�)�%�<�%���)�%���0�.�7�%���0�����1

���6�2�-
���2���/�5�3�%�)�.�1���/

�C�5���%�0�.�3�2�)�%
�����?�.�<�5�3�<
�
�6�%�(�.�<�,���(�%



10������Configuration

Installer reference guide

153
CHYHBH05+08AF + EHYKOMB33AA
Daikin Altherma R Hybrid
4P471761-1F – 2025.03

OPKDQH IODP
Depending on the selected installer settings and unit type, settings will be visible/
invisible.

10.1.5 Menu structure: Overview installer settings
[A]

[A.2]

[A.2.1]

[A.2.2]

[A.2.2.6]

[A.3]

[A.3.1]

[A.3.1.1]

[A.3.2]

[A.3.3][A.4]

[A.4.4]

[A.5]

[A.5.2]

[A.7]

[A.6]

�
���/�0���6�6�%�,�.�/�%�0�0�����1�/

�������1�5���1�%
���8�/�0�%�3�.�6���8�2�5�0
���<���(�%�.�2�<�%�,���0���2��
���2�3�%�/�0���(�.�7�2�0�.�-���0�%�,�.�������?��
���%���0�.�/�2�5�,�(�%�/
���8�/�0�%�3�.�2�<�%�,���0���2��
���2�3�3���/�/���2�������1
�*�+�%�,�+���%�-�.�/�%�0�0�����1�/

���8�/�0�%�3�.�6���8�2�5�0

���0�����)���,�)
�*�<�0���2���/
���2���'���,�3�.�6���8�2�5�0

���<���(�%�.�2�<�%�,���0���2��

���?���.�/�%�0�0�����1�/
���2�2�3�.�0�7�%�,�3�2�/�0���0
�*�<�%�,���0���2���.�,�����1�%

���2�3�%�/�0���(�.�7�2�0�.�-���0�%�,

���8�<�%
�����/�����'�%�(�0���2��
�����E���3�5�3�.�/�%�0�<�2�����0
�����.�3�2�)�%
�?�%���0�7�%�,�D�)�%�<�%���)�%���0�.�(�5�,�+�%

���%���0�.�/�2�5�,�(�%�/

���2���6�%�,

���8�/�0�%�3�.�2�<�%�,���0���2��

���5�0�2�.�,�%�/�0���,�0
���+�%�,���1�����1�.�0���3�%
�
�E�0�.���3���9�.�/�%���/�2�,�.�2�'�'�/�%�0

���2�3�3���/�/���2�������1

���%�/�0�.�,�5��
�������.�/�(�,�%�%�)�.�)�,�8�2�5�0
�����,�.�<�5�,�1�%
���(�0�5���0�2�,�.�0�%�/�0�.�,�5��

���0�����)���,�)

�������0�.�0�8�<�%
���2�3�<�,�%�/�/�2�,�.�0�8�<�%
�
���)�2�2�,�.�/�2�'�0�-���,�%�.�0�8�<�%
���2�,�(�%�)�.�2�'�'�.�(�2���0���(�0
�������0�.�(�2���0�,�2�6�.�3�%�0�7�2�)
�F�5�3���%�,�.�2�'�.���?���.�;�2���%�/
���5�3�<�.�2�<�%�,���0���2���.�3�2�)�%
���/�%�,�.�����0�%�,�'���(�%�.�6�2�(���0���2��

�*�<�0���2���/

�����?�.�2�<�%�,���0���2��
�����?�.�0������
�����?�.�0�������.�0�8�<�%

���2���0���(�0�.�0�8�<�%�.���)�)�9
�����1���0���6�.�
�B�*�.������
���%�3�����)�.������
�
�E�0�%�,�����6�.���?�7�.�3�%�0�%�,
�����?�.�<�5�3�<
�
�E�0�%�,�����6�.�/�%���/�2�,

���%���+�����1�.�-���0�%�,

��������
���)�)���0���2�����6

���2�2�3�.�0�7�%�,�3�2�/�0���0

���2�2�3�.�0�%�3�<�9�.�,�����1�%
���2�2�3�.�0�%�3�<�9�.�2�'�'�/�%�0
�
�E�0�9�.�,�2�2�3�.�/�%���/�2�,�.�2�'�'�/�%�0

�*�<�%�,���0���2���.�,�����1�%

���<���(�%�.�7�%���0�����1�.�*�����.�0�%�3�<

�����/�����'�%�(�0���2��

�����/�����'�%�(�0���2��
�*�<�%�,���0���2���.�)���8
���0���,�0�.�0���3�%
���%�3�<�%�,���0�5�,�%�.�0���,�1�%�0
���5�,���0���2��

���2���6�%�,

�
�G�5���6�����,���5�3�.�0�%�3�<�9

�����1���0���6�.�
�B�*�.������

���2�6���,�.�����0
���6���,�3�.�2�5�0�<�5�0

��������

���?���.�/�%�0�<�2�����0�.�3�2�)�%
���%�3�<�%�,���0�5�,�%�.�,�����1�%
���2�)�5�6���0�%�)�.���?��
���7�5�0�D�2�'�'�.�+���6�+�%
�
�3���0�0�%�,�.�0�8�<�%

[A.3.1.2] ���)�)���0���2�����6

���?���.�/�%�0�<�2�����0�.�3�2�)�%
���%�3�<�%�,���0�5�,�%�.�,�����1�%

���2�2�3�.�0�%�3�<�9�.�/�0�%�<

���2���0���(�0�.�0�8�<�%�.�3������

�����/�.�3�%�0�%�,

�����+�����1�/�.�3�2�)�%
�
�3�%�,�1�%���(�8

�����F�.���)���<�0�%�,

OPKDQH IODP
Depending on the selected installer settings and unit type, settings will be visible/
invisible.

OPKDQH IODP
Demand PCB settings are shown but are NOT applicable for this unit. Settings shall
NOT be used or changed.
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OPKDQH IODP
External kWh meter settings are shown but are NOT applicable for this unit. Settings
shall NOT be used or changed.

OPKDQH IODP
Gas meter settings are shown but are NOT applicable for this unit. Settings shall NOT
be used or changed.
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10.2 Gas boiler

10.2.1 Overview: Configuration
1 2 75 63 4 8

a b c fed

Q&4)$!"# D'&(4#-!0
On/OFF 4 On/OFF button

, Main display  One single room
2 Space heating operation *  button
8 Domestic hot water operation )  button
; Domestic hot water comfort

function eco
& Service button

+ Domestic hot water comfort
function on (continuous)

6 Reset button

= Service display
1 Flashes to indicate a fault

10.2.2 Basic configuration

I!$#"(0$!0W!66$#%&$@4.$ !-5&(
Push the  button.

Q&."5#M$The green LED above the  button will light up when the boiler is ON.

When the gas boiler is OFF,  is displayed on the service display to indicate that the
power is ON. In this mode, the pressure in the space heating installation will also
be displayed on the main display (bar).

J!/&.#-*$%!#$Z4#&($*!/6!(#$6"0*#-!0

P!#$4''5-*4 5&$6!($9Z-#g&(540)

This function can be operated with the domestic hot water comfort key ( ). The
following functions are available:
N On: The  LED lights up. The domestic hot water comfort function is switched on.

The heat exchanger will be kept on temperature to assure instant delivery of hot
water.

N Eco: The  LED lights up. The domestic hot water comfort function is self-
learning. The appliance will learn to adapt to the pattern of use of hot tap water.
For example: the temperature of the heat exchanger will NOT be maintained
during the night or in case of long absence.

N Off: Both LED's are OFF. The temperature of the heat exchanger is NOT
maintained. For example: It will take a while to deliver hot water to the hot water
taps. If there is no need for immediate hot water delivery, the domestic hot
water comfort function can be turned off.

I!$(&.&#$#%&$@4.$ !-5&(

OPKDQH IODP
Resetting is only possible when an error occurs.
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?(&(&T"-.-#&M$ Flashing LED above the  button and an error code on the main
display.

?(&(&T"-.-#&M$Check the meaning of the error code (see "Error codes of the gas
boiler" [��  201]) and resolve the cause.

Press  to restart the gas boiler.

H4<-/"/$.'4*&$%&4#-0@$."''57$#&/'&(4#"(&
See the user reference guide of the indoor unit for more details.

J!/&.#-*$%!#$Z4#&($#&/'&(4#"(&
See the user reference guide of the indoor unit for more details.

L&&'$%!#$6"0*#-!0
This function must be deactivated through the parameter settings of the gas boiler.

K(!.#$'(!#&*#-!0$6"0*#-!0
The boiler is equipped with an internal frost protection function that automatically
operates when necessary, even if the boiler is turned off. If the heat exchanger
temperature drops too low, the burner will switch on until the temperature is
sufficiently high again. When frost protection is active,  is displayed on the service
display.

I!$.&#$#%&$'4(4/&#&(.$G-4$#%&$.&(G-*&$*!)&
The gas boiler is factory set in accordance with the default settings. Take into
account the remarks in the table below when changing the parameters.

Press simultaneously on  and  until  appears on the main and the service
display.

, Use the  and  buttons to set  (service code) on the main display.

2 Press the  button to set the parameter on the service display.

8 Use the  and  buttons to set the parameter to the desired value on the
service display.

; When all settings are done, press  until  appears on the service display.

Q&."5#M$The gas boiler has now been reprogrammed.

OPKDQH IODP
N Press the  button to exit the menu without storing the parameter changes.

N Press the  button to load the default settings of the gas boiler.

?4(4/&#&(.$!0$#%&$@4.$ !-5&(
?4(4/&#&( 9&##-0@ Q40@& J&64"5#

.&##-0@.
J&.*(-'#-!0

Service code — — To access the installer settings,
enter the service code (=15)
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?4(4/&#&( 9&##-0@ Q40@& J&64"5#
.&##-0@.

J&.*(-'#-!0

Installation type 0~3 0 N 0=Combi
N 1=Heating only + external

domestic hot water tank
N 2=Domestic hot water only

(no heating system required)
N 3=Heating only

It is recommended not to
modify this setting.

Space heating pump
continuous

0~3 0 N 0=Post purge period only
N 1=Pump continuously active
N 2=Pump continuously active

with MIT switch
N 3=Pump on with external

switch

This setting has no effect.

Maximum space heating
power set

~85% 70% Maximum power in heating.
This is a percentage of the
maximum set in parameter .
It needs to be set according to
the expected heat demand of
the system.

This setting also refers to the
maximum load of the boiler
for the heat up of the
domestic hot water tank.

. Maximum capacity space
heating pump

— 80 There is no space heating
pump in the gas boiler.
Changing this setting has no
effect.

Maximum domestic hot water
power set

(not applicable for
Switzerland)

~100% 100% Maximum power in instant
domestic hot water. This is a
percentage of the maximum
set in parameter . Because of
the 2-digit display, the highest
displayable value is 99. It is
however possible to set this
parameter to 100% (default
setting). We strongly
recommend not modifying this
setting.

Minimum supply temperature
of the heat curve

10°C~25°C 15°C Do NOT modify this setting on
the boiler. Use the user
interface instead.

. Maximum supply temperature
of the heat curve

30°C~90°C 90°C Do NOT modify this setting on
the boiler. Use the user
interface instead.
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?4(4/&#&( 9&##-0@ Q40@& J&64"5#
.&##-0@.

J&.*(-'#-!0

Minimum outside
temperature of the heat curve

–30°C~10°C –7°C Do NOT modify this setting on
the boiler. Use the user
interface instead.

Maximum outside
temperature of the heat curve

15°C~30°C 25°C Do NOT modify this setting on
the boiler. Use the user
interface instead.

Space heating pump post
purge period

0~15 min 1 min Changing this setting has no
effect on the operation of the
unit.

Space heating pump post
purge period after domestic
hot water operation

0~15 min 1 min Changing this setting has no
effect on the operation of the
unit.

Position 3-way valve or electric
valve

0~3 0 N 0=Powered during space
heating

N 1=Powered during domestic
hot water

N 2=Powered during every
heat demand (space heating,
domestic hot water, eco/
comfort)

N 3=Zone regulation
N 4 and higher=Not applicable

Booster 0~1 0 Changing this setting has no
effect on the operation of the
unit.

Step modulation 0~1 1 N 0=OFF during space heating
operation

N 1=ON during space heating
operation

It is recommended not to
modify this setting.

Minimal space heating rpm 23%~50% 23% Adjustment range 23~50%
(40=propane).

It is recommended not to
modify this setting in case of
natural gas.

This setting also refers to the
minimum load of the boiler for
the heat up of the domestic
hot water tank.

. Minimum capacity space
heating pump

— 40 There is no space heating
pump in the gas boiler.
Changing this setting has no
effect.
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N during simultaneous heat pump and boiler operation, the heat pump will provide
heat and the boiler will be bypassed and switch to domestic hot water mode to
provide domestic hot water.

This manual only explains the domestic hot water making without having a
domestic hot water tank combined with the system. For the operation and needed
settings of domestic hot water in combination with a domestic hot water tank
needed for Switzerland, please see the manual of the heat pump module.

OPKDQH IODP
For EHY2KOMB28+32AA, prolonged instant domestic hot water operation at low
outdoor temperatures might be temporarily interrupted to protect the outdoor unit
and water piping from freezing.

11.3.1 Flow resistance graph for appliance domestic hot water circuit

P!#$4''5-*4 5&$6!($9Z-#g&(540)

0.20

1

3

5

7

9

11

13

15

0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 2.0
bar

l/min

The minimum flow for domestic hot water operation is 1.5  l/min. The minimum
pressure is 0.1 bar. A low flow (<5 l/min) can reduce comfort. Make sure to set the
setpoint high enough.

11.4 Operation modes

The following codes on the service display indicate the following operating modes.

$D66

The gas boiler is out of operation but is supplied with electric power. There will be
no response on space heating and/or domestic hot water demands. Frost
protection is active. This means that the exchanger is heated up if the water
temperature in the gas boiler is too low. If applicable, the keep hot function will
also be active.

If frost protection or keep hot function is activated,  will be displayed (heating the
exchanger). In this mode, the pressure (bar) in the space heating installation can be
read on the main display.

Y4-#-0@$/!)&$\ 540S$.&(G-*&$)-.'547]

The LED at the  button is lit and possibly also one of the LEDs for the domestic hot
water comfort function. The gas boiler is waiting for a space heating and/or
domestic hot water demand.

$?"/'$!G&(("0$!6$.'4*&$%&4#-0@

After each space heating operation, the pump continues to run. This function is
controlled by the indoor unit.
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$V!-5&($.%"#)!Z0$Z%&0$#%&$(&T"-(&)$#&/'&(4#"(&$-.$(&4*%&)

The boiler controller can temporarily stop the requested space heating demand.
The burner will stop. The shutdown occurs because the requested temperature is
reached. When the temperature drops too fast and the anti-cycle time has passed,
the shutdown will be cancelled.

$9&56F#&.#

The sensors check the boiler controller. During the check-up, the boiler controller
does NOT perform any other tasks.

$a&0#-54#-!0

When the appliance is started, the fan goes to starting speed. When the starting
speed is reached, the burner is lit. The code will also be visible when post-
ventilation is taking place after the burner has stopped.

$O@0-#-!0

When the fan has reached its starting speed, the burner is ignited by means of
electric sparks. During ignition the code will be visible on the service display. If the
burner does NOT ignite, a new ignition attempt occurs after 15 seconds. If after 4
ignition attempts the burner is NOT yet burning, the boiler will go into fault mode.

$J!/&.#-*$%!#$Z4#&($!'&(4#-!0

P!#$4''5-*4 5&$6!($9Z-#g&(540)

The domestic hot water supply has priority over space heating performed by the
gas boiler. If the flow sensor detects a domestic hot water demand of more than
2  l/min, space heating by the gas boiler will be interrupted. After the fan has
reached speed code and ignition is done, the boiler controller goes into domestic
hot water mode.

During the domestic hot water operation, the fan speed and hence the appliance
power are controlled by the gas boiler controller so that the domestic hot water
temperature reaches the domestic hot water temperature setting.

The domestic hot water supply temperature must be set on the user interface of
the hybrid module. See the user reference guide for more details.

$J!/&.#-*$%!#$Z4#&($*!/6!(#$6"0*#-!0WK(!.#$'(!#&*#-!0WL&&'$%!#$6"0*#-!0

P!#$4''5-*4 5&$6!($9Z-#g&(540)

 appears on the display when either the domestic hot water comfort function, the
frost protection function or the keep hot function is active.

$.'4*&$%&4#-0@$!'&(4#-!0

When a space heating request is received from the indoor module, the fan is
started, followed by the ignition, and the space heating operation mode. During
the space heating operation, the fan speed and hence the appliance power are
controlled by the gas boiler controller so that the space heating water temperature
reaches the desired space heating supply temperature. During the space heating
operation, the requested space heating supply temperature is indicated on the
operating panel.

The space heating supply temperature must be set on the user interface of the
hybrid module. See the user reference guide for more details.
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12 Commissioning
Y QPOP3
NEVER allow operation of a boiler if the flue gas pipe is NOT installed correctly. See
"7.5.12  About securing the flue system"  [��   69] and "7.5.13  Placing brackets on the
flue gas piping" [��  69] for more details.

N Do NOT start up the boiler on a promise that it will be corrected later. Start it up
only when the flue gas pipe is installed correctly.

N Check on already installed units if the piping is secured correctly. Adjust if
required.

OPKDQH IODP
Refer to local regulations (e.g. if an installation of any additional material is
necessary).

OPKDQH IODP
?(!#&*#-G&$ 6"0*#-!0.$ R$ wO0.#455&(F!0F.-#&$ /!)&w[ The software is equipped with
protective functions, such as room antifrost. The unit automatically runs these
functions when necessary. (If the user interface home pages are off, the unit will not
operate automatically.)

During installation or service this behaviour is undesired. Therefore, the protective
functions can be disabled:

N #$ 6-(.#$ '!Z&(F!0M The protective functions are disabled by default. After 36  h
they will be automatically enabled.

N 6#&(Z4().M An installer can manually disable the protective functions by setting
[4‑0E]=1. After his work is done, he can enable the protective functions by setting
[4‑0E]=0.

In this chapter
12.1 Overview: Commissioning ...................................................................................................................................................... 168
12.2 Precautions when commissioning.......................................................................................................................................... 169
12.3 Checklist before commissioning............................................................................................................................................. 169
12.4 Checklist during commissioning............................................................................................................................................. 170

12.4.1 To perform a wiring error check............................................................................................................................ 170
12.4.2 To check the minimum flow rate........................................................................................................................... 171
12.4.3 Air purge function .................................................................................................................................................. 171
12.4.4 To perform a test run............................................................................................................................................. 173
12.4.5 To perform an actuator test run............................................................................................................................ 174
12.4.6 Underfloor heating screed dryout......................................................................................................................... 175
12.4.7 To perform a gas pressure test.............................................................................................................................. 178
12.4.8 To perform a test run on the gas boiler ................................................................................................................ 178

12.1 Overview: Commissioning

I7'-*45$Z!(S65!Z

Commissioning typically consists of the following stages:
1 Checking the "Checklist before commissioning".
2 Performing an air purge.
3 Performing a test run for the system.
4 If necessary, performing a test run for one or more actuators.
5 If necessary, performing an underfloor heating screed dryout.
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8 Select ���9 and press .

Q&."5#M$The test run starts. It stops automatically when done (±30 min). To stop it
manually, press , select ���9 and press .

OPKDQH IODP
If 2 user interfaces are present, you can start a test run from both user interfaces.

N The user interface used to start the test run displays a status screen.

N The other user interface displays a "busy" screen. You cannot use the user
interface as long as the "busy" screen is shown.

If the installation of the unit has been done correctly, the unit will start up during
test operation in the selected operation mode. During the test mode, the correct
operation of the unit can be checked by monitoring leaving water temperature
(heating mode) and tank temperature (domestic hot water mode).

To monitor the temperature, go to [A.6] and select the information you want to
check.

During a heating test run, the unit will start up in hybrid operation. The setpoint of
the gas boiler during a heating test run is 40°C. Keep in mind the 5°C overshoot
that is possible during boiler operation, especially in combination with floor heating
loops.

12.4.5 To perform an actuator test run

Perform an actuator test run to confirm the operation of the different actuators.
For example, when you select �(������ , a test run of the pump will start.

Purpose of the actuator test run is to confirm the operation of the different
actuators (e.g., when you select pump operation, a test run of the pump will start).

?(&(&T"-.-#&M$ Make sure that the leaving water temperature home page, room
temperature home page, and domestic hot water home page are turned OFF.

Set the user permission level to Installer. See "To set the user permission level
to Installer" [��  118].

, Make sure the room temperature control, the leaving water temperature
control and the domestic hot water control are turned OFF via the user
interface.

2 Go to [A.7.4]:  > �������������������	 ���������
������  > ���������
�����
�����
����  > ����������������
���������	������ .

8 Select an actuator and press . B<4/'5&M$�(������ .

; Select ���9 and press .

Q&."5#M$The actuator test run starts. It automatically stops when finished. To stop it
manually, press , select ���9 and press .

?!..- 5&$4*#"4#!($#&.#$("0.
N Pump test

OPKDQH IODP
Make sure that all air is purged before executing the test run. Also avoid disturbances
in the water circuit during the test run.

N Solar pump test
N Shut-off valve test
N 3-way valve test
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N Alarm output test
N Heating signal test
N Quick heat-up test
N DHW pump test
N Gas boiler test
N Bypass valve test

OPKDQH IODP
The setpoint during a boiler test run is 40°C. Keep in mind the 5°C overshoot that is
possible during boiler operation, especially in combination with floor heating loops.

12.4.6 Underfloor heating screed dryout

The underfloor heating (UFH) screed dryout function is used for drying out the
screed of an underfloor heating system during the construction of the building.

This function can be executed without finishing the outdoor installation. In this
case, the gas boiler will perform the screed dryout and supply the leaving water
without heat pump operation.

When no outdoor unit is installed yet, then connect the main power supply cable
to the indoor unit via X2M/30 and X2M/31. See "9.2.2 To connect the main power
supply of the indoor unit" [��  108].

OPKDQH IODP
N If ������������������  is set to �4���������� ([A.6.C]=0), and the unit is triggered to start

emergency operation, the user interface will ask confirmation before starting.
The underfloor heating screed dryout function is active even if the user does NOT
confirm emergency operation.

N During underfloor heating screed dryout, pump speed limitation [9‑0D] is NOT
applicable.

PDIOCB
The installer is responsible for:

N contacting the screed manufacturer for the maximum allowed water
temperature, to avoid cracking the screed,

N programming the underfloor heating screed dryout schedule according to the
initial heating instructions of the screed manufacturer,

N checking the proper functioning of the setup on a regular basis,

N performing the correct program complying with the type of the used screed.

PDIOCB
To perform an underfloor heating screed dryout, room frost protection needs to be
disabled ([2‑06]=0). By default, it is enabled ([2‑06]=1). However, due to the
"installer-on-site" mode (see "Commissioning"), room frost protection will be
automatically disabled for 36 hours after the first power-on.

If the screed dryout still needs to be performed after the first 36 hours of power-on,
manually disable room frost protection by setting [2‑06] to "0", and KEEP it disabled
until the screed dryout has finished. Ignoring this notice will result in cracking of the
screed.
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PDIOCB
For the underfloor heating screed dryout to be able to start, make sure the following
settings are met:

N [4‑00]=1

N [C‑02]=0

N [D‑01]=0

N [4‑08]=0

N [4‑01]≠1

The installer can program up to 20 steps. For each step he needs to enter:

the duration in hours, up to 72 hours,

, the desired leaving water temperature, up to 55°C.

B<4/'5&M

t

T

A1
25°C (1)

35°C (2)

24h (1) 36h (2)

I Desired leaving water temperature (15~55°C)
# Duration (1~72 h)

\ ] Action step 1
\,] Action step 2

I!$'(!@(4/$40$"0)&(65!!($%&4#-0@$.*(&&)$)(7!"#$.*%&)"5&
Set the user permission level to Installer. See "To set the user permission level
to Installer" [��  118].

, Go to [A.7.2]:  > �������������������	 ���������
������  > ���������
�����
�����
����  > ���0�1
�������������	������������  > �������	�������������	�����.���������� .

2 Use the , , , and  to program the schedule.

�� Use  and  to scroll through the schedule.
�� Use  and  to adjust the selection.

If a time is selected, you can set the duration between 1 and 72 hours.
If a temperature is selected, you can set the desired leaving water
temperature between 15°C and 55°C.

8 To add a new step, select "–h" or "–" on an empty line and press  .

; To delete a step, set the duration to "–" by pressing  .

+ Press  to save the schedule.

It is important that there is no empty step in the program. The schedule will stop
when a blank step is programmed OR when 20 consecutive steps have been
executed.

I!$'&(6!(/$40$"0)&(65!!($%&4#-0@$.*(&&)$)(7!"#
?(&(&T"-.-#&M$Make sure there is ONLY 1 user interface connected to your system
to perform an underfloor heating screed dryout.

?(&(&T"-.-#&M$ Make sure that the leaving water temperature home page, room
temperature home page, and domestic hot water home page are turned OFF.
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, Remove the connector from the fan and the ignition unit from the gas valve.

2 Unscrew the coupling below the gas valve.

8 Unscrew the socket head screws from the front cover and remove the socket
complete with gas valve and fan to the front.

PDIOCB
Make sure that the burner, insulation plate, gas valve, gas supply and fan do NOT get
damaged.

14.4 To clean the inside of the gas boiler

Clean the heat exchanger from top to bottom with a plastic brush or
compressed air.

, Clean the underside of the heat exchanger.

2 Clean the condensate drain pan with water.

8 Clean the condensate trap with water.

14.5 To assemble the gas boiler

C >IODP
N During maintenance, the front plate seal MUST be replaced.

N When assembling, check the other seals for damage, such as hardening, (hairline)
fracture and discoloration.

N If necessary, place a new seal and check the correct positioning.

N If retarders are NOT or incorrectly fitted, it may lead to serious damage.

Check the correct position of the seal around the front cover.

, Place the front cover on the heat exchanger and secure by using the socket
head screws plus serrated lock washers.

2 Tighten the socket head screws equally hand-tight by turning the hex key
clockwise.

8 Fit the gas connection below the gas valve.
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; Fit the connector to the fan and the ignition unit to the gas valve.

+ Fit the condensate drain by sliding on the exchanger outlet stump with the
condensate trap connection still in front of the base tray.

a

4 Base tray

= Turn the condensate drain to the left and push it downwards into the
condensate trap connection. Make sure in doing this that the back of the
condensate drain pan comes to rest on the lug of the back of the base tray.

1 Fill the condensate trap with water and fit it to the connection below the
condensate drain pan.

A Slide the flue pipe, turning it counterclockwise, with the top around the flue
adapter into the top cover.

: Insert the bottom into the condensate drain pan and tighten the coupling nut
clockwise.

Open the gas tap and check the gas connections below the gas valve and on
the mounting bracket for leakage.

, Check the space heating and the water pipes for leakages.

2 Turn on the main power supply.

8 Turn on the appliance by pushing the  button.
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; Check the front cover, the fan connection on the front cover and the flue pipe
components for leakage.

+ Check the gas/air adjustment.

= Fit the casing, tighten the 2 screws on the left and right side of the display.

1 Close the display cover.

A Check the heating and hot water supply.
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15.3.7 Symptom: The space is NOT sufficiently heated at low outdoor temperatures

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Gas boiler operation is not activated Check and make sure that:
N The gas boiler is switched On and is

NOT in standby mode.
N The communication cable between

the gas boiler and the indoor unit is
properly mounted.

N There is no error code on the gas
boiler display.

The gas boiler equilibrium temperature
has not been configured correctly

Increase the "equilibrium temperature"
to activate gas boiler operation at a
higher outdoor temperature. Go to:
N [A.5.2.2] > �������������������	 ���������
������  >

�1�������	 ��������������  > �����
������  >
���)���
���
�$���
�����	����������  OR

N [A.8] > �������������������	 ���������
������  >
���
�����
�
�����	���������
������  [5‑01]

There is air in the system. Purge air manually or automatically. See
the air purge function in the
"Commissioning" chapter.

Too much heat pump capacity is used
for heating domestic hot water (applies
only to installations with a domestic hot
water tank)

Check and make sure that the "space
heating priority" settings have been
configured appropriately:
N Make sure that the "space heating

priority status" has been enabled. Go
to [A.8] > �������������������	 ���������
������  >
���
�����
�
�����	���������
������  [5‑02]

N Increase the "space heating priority
temperature" to activate backup
heater operation at a higher outdoor
temperature. Go to [A.8] >
�������������������	 ���������
������  > ���
�����
�
����
���������
������  [5‑03]

15.3.8 Symptom: The pressure at the tapping point is temporarily unusually high

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Failing or blocked pressure relief valve. N Flush and clean the complete tank
including the piping between pressure
relief valve and the cold water inlet.

N Replace the pressure relief valve.

15.3.9 Symptom: Tank disinfection function is NOT completed correctly (AH-error)

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

The disinfection function was
interrupted by domestic hot water
tapping

Program the start-up of the disinfection
function when the coming 4 hours NO
domestic hot water tapping is expected.
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?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Large domestic hot water tapping
happened recently before the
programmed start-up of the disinfection
function

When the �-�����������
���	�.�����	����������  >
�!������  > �����.������  or �����.�������	�6�	�����.������
is selected, it is recommended to
program the start-up of the disinfection
function at least 4 hours later than the
last expected large hot water tapping.
This start-up can be set via the installer
settings (disinfection function).

When the �-�����������
���	�.�����	����������  >
�!������  > �����.�������������	��������  is selected,
it is recommended to program a
���������������	������  3 hours before the
scheduled start-up of the disinfection
function to preheat the tank.

The disinfection operation was stopped
manually: with the user interface
displaying the DHW home page and its
user permission level set to
������������������ , the  button was pressed
during disinfection operation.

Do NOT press the  button while the
disinfection function is active.

15.3.10 Symptom: Boiler abnormality detection (HJ-11 error)

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Communication cable problem Mount the communication cable
between the gas boiler and the indoor
unit properly.

Boiler error Check the boiler display for error
information.

15.3.11 Symptom: Boiler/hydrobox combination abnormality (UA-52 error)

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Boiler/hydrobox mismatch Make sure that the . setting is set to 0.

Incompatibility of software Update the boiler and hydrobox
software to the latest version.

15.3.12 Symptom: The burner does NOT ignite

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Gas tap is closed. Open the gas tap.

Air in the gas tap. Remove air from the gas pipe.

Gas supply pressure too low. Contact the gas supply company.

No ignition. Replace the ignition electrode.

No spark. Ignition unit on gas valve
faulty.

N Check the cabling.
N Check the spark plug cap.
N Replace the ignition unit.
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?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Gas/air adjustment NOT correctly set. Check the adjustment. See "To check
the CO₂ setting" [��  162].

Fan faulty. N Check the wiring.
N Check the fuse. If necessary, replace

the fan.

Fan dirty. Clean the fan.

Gas valve faulty. N Replace the gas valve.
N Re-adjust the gas valve, see "To check

the CO₂ setting" [��  162].

15.3.13 Symptom: The burner ignites noisily

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Gas supply pressure too high. The house pressure switch may be
faulty. Contact the gas company.

Incorrect ignition gap. N Replace the ignition pin.
N Check the ignition electrode gap.

Gas/air adjustment NOT correctly set. Check the setting. See "To check the
CO₂ setting" [��  162].

Weak spark. Check the ignition gap.

Replace the ignition electrode.

Replace the ignition unit on the gas
valve.

28
.3

~
30

.2
 m

m

a

4 Spark gap (±4.5 mm)

15.3.14 Symptom: The burner resonates

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Gas supply pressure too low. The house pressure switch may be
faulty. Contact the gas company.

Recirculation of combustion gasses. Check the flue gas and the air supply.

Gas/air adjustment NOT correctly set. Check the adjustment. See "To check
the CO₂ setting" [��  162].

15.3.15 Symptom: No space heating by the gas boiler

?!..- 5&$*4".&. C!((&*#-G&$4*#-!0

Heat pump error Check the user interface.

Communication problem with the heat
pump.

Make sure the communication cable is
properly installed.
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17 Technical data
A ." .&# of the latest technical data is available on the regional Daikin website
(publicly accessible). The 6"55$ .&# of the latest technical data is available on the
Daikin Business Portal (authentication required).

17.1 Piping diagram: Indoor unit
A B

1

2

3

3

4

5
6

7

89

10

20

11

12

13

14

15

16

17

1819

3D082238-1B

Water side
V Refrigerant side

Space heating water IN
, Space heating water OUT
2 Shut‑off valve with drain/fill valve
8 Expansion vessel
; Filter
+ Pump
= Plate heat exchanger
1 Air purge
A Flow sensor
: 3‑way valve

Safety valve
, Gas boiler
2 Domestic hot water: hot water OUT
8 Gas pipe
; Domestic hot water: hot water IN
+ R1T – Plate heat exchanger outlet water thermistor
= R2T – Outlet water thermistor
1 R3T – Heat exchanger liquid pipe thermistor
A R4T – Inlet water thermistor
,: Screw connection

Screw connection
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Quick coupling
Brazed connection
Flare connection

17.2 Wiring diagram: Indoor unit

See the internal wiring diagram supplied with the unit (on the inside of the indoor unit switch box cover). The
abbreviations used are listed below.

P!#&.$#!$@!$#%(!"@%$ &6!(&$.#4(#-0@$#%&$"0-#

B0@5-.% I(40.54#-!0

Notes to go through before starting the
unit

Notes to go through before starting the
unit

X1M Indoor/outdoor communication

X2M Field wiring terminal for AC

X5M Field wiring terminal for DC

Earth wiring

Field supply

**/12.2 Connection ** continues on page 12
column 2

1 Several wiring possibilities

Option

Not mounted in switch box

Wiring depending on model

PCB

User installed options User installed options

 Domestic hot water tank  Domestic hot water tank

 Domestic hot water tank with solar
connection

 Domestic hot water tank with solar
connection

 Remote user interface  Remote user interface

 Ext. indoor thermistor  External indoor thermistor

 Ext outdoor thermistor  External outdoor thermistor

 Digital I/O PCB  Digital I/O PCB

 Instant DHW recirculation  Instant domestic hot water
recirculation

Main LWT Main leaving water temperature

 On/OFF thermostat (wired)  On/OFF thermostat (wired)

 On/OFF thermostat (wireless)  On/OFF thermostat (wireless)

 Ext. thermistor  External thermistor

 Heat pump convector  Heat pump convector

Add LWT Additional leaving water temperature

 On/OFF thermostat (wired)  On/OFF thermostat (wired)
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B5&*#(-*45$*!00&*#-!0$)-4@(4/

For more details, please check the unit wiring.

  

2x0.75
X*M: 1-2-3

X1M: 1-2-3

X5M: 3-4

A4P: Y1
X2M: 28

A4P: Y3
X2M: 29

A4P: Y2
X2M: 29

X2M: 34-35

X2M: 32-33

X5M: 5-6

A1P: X9A

SPST: X2M: 8-9-10
SPDT: X2M: 8a-9-10

X5M: 1-2
A1P: X39A

2x0.75

2x0.75

2

2

2

3D107996

A4P: X1M: H-com
X2M: L-N A3P: X1M: 1-3

A3P: X1M: com-H230 V

230 V

230 V
X11M: 3-4-5-6

230 V

230 V

230 V

230 V

230 V

230 V

R2T

X5

3

1

Standard parts
Power supply installation

unit power supply: 230 V + earth

Power supply

Safety thermostat

3 core

2 core

Outdoor unit

Indoor unit

+ earth

+ earth

X1M: L-N-earth

4 core

Heating
On/OFF output

Solar input

Alarm output

Domestic hot
water tank

Optional parts (*KHWP*)

R5T - thermistor
water temperature

signal

NC valve: X2M: 5-7
NO valve: X2M: 6-7

add: X2M: 1a-4
main: X2M: 1-4

add: X2M: 1a-3-4
main: X2M: 1-3-4

add: X2M: 1a-4
main: X2M: 1-4

communication

2 core

communication

2 core

X2: 2-4-earth
unit power supply: 230 V + earth

Gas boiler

3 core

Gas boiler part

Heat pump part
4 core

In case user interface
is relocated

- In case of signal cable: keep minimum distance to power cables > 5 cm
- Field supply

Optional part
External room thermostat / Heat pump convector
(main and/or additional zone)

A2P: P1-P2 user interface

A2P: P1-P2 user interface

Only for *KRCBL* Optional part

2 core
(3m included)

signal
External sensor
(floor or ambient)

Only for *KRTR
(wireless room thermostat)

4 core

4 core

2 core

Only for
(heat pump convector)

2 core

2 core

signal

2 core

2 core

2 core

2 core

Heating
On/OFF output

external thermistor
(indoor or outdoor)

Circulation pump
for DHW (instant or tank)

M2S-shut-off valve

BSK: 1-2 solar interlock

Only for *KSRPS3 option

Field supply

Field supply

Only for *KRP1HB*

alarm indication

Notes:

3-way valve

2-way valve

Only for *KRTW
(wired room thermostat)

Only for *KRTETS

Only for KRCS01-1 or EKRSCA1

M3S (when *KHWP* is installed)
selection domestic hot water-floor heating
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*All installations in England and Wales must be to Local Authority Building Control (LABC) either directly or through a
Competent Persons Scheme. A Building Regulations Compliance will then be issued to the customer.

© Heating and Hotwater Industry Council (HHIC) www.centralheating.co.uk

It is recommended that your heating system is serviced regularly and that the appropriate Service Interval Record is completed.

Service Provider

SERVICE RECORD

SERVICE 01

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 02

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 03

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 04

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 05

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 06

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 07

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 08

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 09

AND ² %
(Where Possible) AND ² %

Signature

SERVICE 10

AND ² %
(Where Possible) AND ² %

Signature
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Breadcrumb Field code Range, step
Default value

Date Value

User settings
└─ Preset values

└─ Room temperature
7.4.1.1 R/W [3-07]~[3-06], step: A.3.2.4

21°C
7.4.1.2 R/W [3-07]~[3-06], step: A.3.2.4

19°C
└─ LWT main

7.4.2.1 [8-09] R/W [9-01]~[9-00], step: 1°C
45°C

7.4.2.2 [8-0A] R/W [9-01]~[9-00], step: 1°C
40°C

7.4.2.5 R/W -10~10°C, step: 1°C
0°C

7.4.2.6 R/W -10~10°C, step: 1°C
-2°C

└─ Tank temperature
7.4.3.1 [6-0A] R/W 30~[6-0E]°C, step: 1°C

60°C
7.4.3.2 [6-0B] R/W 30~min(50, [6-0E]) °C, step: 1°C

50°C
7.4.3.3 [6-0C] R/W 30~min(50, [6-0E]) °C, step: 1°C

50°C
└─ Electricity price

7.4.5.1 [C-0C]
[D-0C]

R/W 0,00~990/kWh
20/kWh

7.4.5.2 [C-0D]
[D-0D]

R/W 0,00~990/kWh
20/kWh

7.4.5.3 [C-0E]
[D-0E]

R/W 0,00~990/kWh
15/kWh

└─ Fuel price
7.4.6 R/W 0,00~990/kWh

0,00~290/MBtu
8,0/kWh

└─ Set weather dependent
└─ Main

└────────────────── Set weather-dependent heating
7.7.1.1 [1-00] Set weather-dependent heating Low ambient temp. for LWT main zone heating 

WD curve.
R/W -40~5°C, step: 1°C

-10°C
7.7.1.1 [1-01] Set weather-dependent heating High ambient temp. for LWT main zone heating 

WD curve.
R/W 10~25°C, step: 1°C

15°C
7.7.1.1 [1-02] Set weather-dependent heating Leaving water value for low ambient temp. for 

LWT main zone heating WD curve.
R/W [9-01]~[9-00]°C, step: 1°C

60°C
7.7.1.1 [1-03] Set weather-dependent heating Leaving water value for high ambient temp. for 

LWT main zone heating WD curve.
R/W [9-01]~min(45,[9-00])°C, step: 1°C

35°C
└─ Additional

└────────────────── Set weather-dependent heating
7.7.2.1 [0-00] Set weather-dependent heating Leaving water value for high ambient temp. for 

LWT add zone heating WD curve.
R/W [9-05]~min(45,[9-06])°C, step: 1°C

35°C
7.7.2.1 [0-01] Set weather-dependent heating Leaving water value for low ambient temp. for 

LWT add zone heating WD curve.
R/W [9-05]~[9-06]°C, step: 1°C

60°C
7.7.2.1 [0-02] Set weather-dependent heating High ambient temp. for LWT add zone heating 

WD curve.
R/W 10~25°C, step: 1°C

15°C
7.7.2.1 [0-03] Set weather-dependent heating Low ambient temp. for LWT add zone heating 

WD curve.
R/W -40~5°C, step: 1°C

-10°C
Installer settings

└─ System layout
└─ Standard

A.2.1.1 [E-00] R/O 0~5
3: Hybrid

A.2.1.2 [E-01] R/O 0: 08
A.2.1.3 [E-02] R/O 1: Type 2
A.2.1.6 [D-01] R/W 0: No

1: Open tariff
2: Closed tariff
3: Thermostat

A.2.1.7 [C-07] R/W 0: LWT control
1: Ext RT control
2: RT control

A.2.1.8 [7-02] R/W 0: 1 LWT zone
1: 2 LWT zones

A.2.1.9 [F-0D] R/W 0: Continuous
1: Sample
2: Request

A.2.1.B R/W 0: At unit 
1: In room

└─ Options
A.2.2.1 [E-05] R/W 0: No

1: Yes
A.2.2.2 [E-06] R/W 0: No

1: Yes
A.2.2.3 [E-07] R/W 0~6

4: Type 5
6: Type 7

A.2.2.4 [C-05] R/W 1: Thermo ON/OFF
2: C/H request

A.2.2.5 [C-06] R/W 1: Thermo ON/OFF
2: C/H request

A.2.2.6.2 [D-07] Digital I/O PCB Solar kit R/W 0: No
1: Yes

A.2.2.6.3 [C-09] Digital I/O PCB Alarm output R/W 0: Normally open
1: Normally closed

A.2.2.7 [D-04] R/O 0: No
1: Pwr consmp ctrl

A.2.2.8 [D-08] R/O 0: No
1: 0,1 pulse/kWh
2: 1 pulse/kWh
3: 10 pulse/kWh
4: 100 pulse/kWh
5: 1000 pulse/kWh

Field settings table Installer setting at variance with 
default value

Comfort (heating)

Eco (heating)

Setting name

Comfort (heating)

Eco (heating)

Comfort (heating)

Eco (heating)

Storage comfort

Storage eco

Reheat

High

Medium

Low

Unit type

Compressor type
Indoor software type
Forced off contact

Unit control method

Number of LWT zones

Pump operation mode

User interface location

DHW operation 

DHW tank

DHW tank type  

Contact type main

Contact type add.

Demand PCB

External kWh meter 1

 4P471775-1B - 2021.02 CHYHBH*
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Breadcrumb Field code Range, step
Default value

Date Value

Field settings table Installer setting at variance with 
default value

Setting name

A.2.2.A [D-02] R/W 0: No
1: Secondary rtrn
2: Disinf. Shunt
3: Circul. Pump
4: CP & disinf. Sh

A.2.2.B [C-08] R/W 0: No
1: Outdoor sensor
2: Room sensor

A.2.2.C [D-0A] R/O 0: Not present
1: 1 /m³
2: 10 /m³
3: 100 /m³

└─ Space operation
└─ LWT settings

└────────────────── Main
A.3.1.1.1 R/W 0: Fixed

1: Weather dep.
2: Fixed / scheduled
3: WD / scheduled

A.3.1.1.2.1 [9-01] Temperature range Minimum temp (heating) R/W 15~37°C, step: 1°C
25°C

A.3.1.1.2.2 [9-00] Temperature range Maximum temp (heating) R/W 37~80°C, step: 1°C
80°C

A.3.1.1.5 [8-05] R/W 0: No
1: Yes

A.3.1.1.6.1 [F-0B] Shut-off valve Thermo On/OFF R/W 0: No
1: Yes

A.3.1.1.7 [9-0B] R/W 0: Quick
1: Slow

└────────────────── Additional
A.3.1.2.1 R/W 0: Fixed

1: Weather dep.
2: Fixed / scheduled
3: WD / scheduled

A.3.1.2.2.1 [9-05] Temperature range Minimum temp (heating) R/W 15~37°C, step: 1°C
25°C

A.3.1.2.2.2 [9-06] Temperature range Maximum temp (heating) R/W 37~80°C, step: 1°C
80°C

└─ Room thermostat
A.3.2.1.1 [3-07] Room temp. range Minimum temp (heating) R/W 12~18°C, step: A.3.2.4

12°C
A.3.2.1.2 [3-06] Room temp. range Maximum temp (heating) R/W 18~30°C, step: A.3.2.4

30°C
A.3.2.2 [2-0A] R/W -5~5°C, step: 0,5°C

0°C
A.3.2.3 [2-09] R/W -5~5°C, step: 0,5°C

0°C
A.3.2.4 R/W 0: 1°C

1: 0,5°C
└─ Operation range

A.3.3.1 [4-02] R/W 14~35°C, step: 1°C
25°C

└─ Domestic hot water (DHW)
└─ Type

A.4.1 [6-0D] R/W 0: Reheat only
1: Reheat + sched.
2: Scheduled only

└─ Disinfection
A.4.4.1 [2-01] R/W 0: No

1: Yes
A.4.4.2 [2-00] R/W 0: Each day

1: Monday
2: Tuesday
3: Wednesday
4: Thursday
5: Friday
6: Saturday
7: Sunday

A.4.4.3 [2-02] R/W 0~23 hour, step: 1 hour
23

A.4.4.4 [2-03] R/W fixed value
60°C

A.4.4.5 [2-04] R/W 40~60 min, step: 5 min
40 min

└─ Maximum setpoint
A.4.5 [6-0E] R/W [E-06]=1

[E-07] ≠ 6: 40~75°C, step: 1°C, 75°C
[E-07] = 6: 40~60°C, step: 1°C, 60°C
[E-06]=0 
40~65°C, step: 1°C, 65°C

└─ SP mode
A.4.6 R/W 0: Fixed

1: Weather dep.
└─ Weather dependent curve

A.4.7 [0-0B] Weather-dependent curve DHW setpoint for high ambient temp. for DHW 
WD curve.

R/W 35~[6-0E]°C, step: 1°C
55°C

A.4.7 [0-0C] Weather-dependent curve DHW setpoint for low ambient temp. for DHW 
WD curve.

R/W 45~[6-0E]°C, step: 1°C
60°C

A.4.7 [0-0D] Weather-dependent curve High ambient temp. for DHW WD curve. R/W 10~25°C, step: 1°C
15°C

A.4.7 [0-0E] Weather-dependent curve Low ambient temp. for DHW WD curve. R/W -40~5°C, step: 1°C
-10°C

└─ Heat sources
└─ Boiler 

A.5.2.2 [5-01] R/W -15~35°C, step: 1°C
5°C

└─ System operation
└─ Auto restart

A.6.1 [3-00] R/W 0: No
1: Yes

└─ Averaging time

DHW pump

External sensor

External gas meter

LWT setpoint mode

Modulated LWT

Emitter type

LWT setpoint mode

Room temp. offset

Ext. room sensor offset

Room temp. step

Space heating OFF temp

Disinfection

Operation day

Start time

Temperature target

Duration

Equilibrium temp. 

CHYHBH*  4P471775-1B - 2021.02
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Breadcrumb Field code Range, step
Default value

Date Value

Field settings table Installer setting at variance with 
default value

Setting name

A.6.4 [1-0A] R/W 0: No averaging
1: 12 hours
2: 24 hours
3: 48 hours
4: 72 hours

└─ Ext amb. sensor offset
A.6.5 [2-0B] R/W -5~5°C, step: 0,5°C

0°C
└─ Savings mode 

A.6.7 [7-04] R/W 0: Economical
1: Ecological

└─ Emergency
A.6.C R/W 0: Manual

1: Automatic
└─ Overview settings

A.8 [0-00] R/W [9-05]~min(45,[9-06])°C, step: 1°C
35°C

A.8 [0-01] R/W [9-05]~[9-06]°C, step: 1°C
60°C

A.8 [0-02] R/W 10~25°C, step: 1°C
15°C

A.8 [0-03] R/W -40~5°C, step: 1°C
-10°C

A.8 [0-04] 8
A.8 [0-05] 12
A.8 [0-06] 35
A.8 [0-07] 20
A.8 [0-0B] R/W 35~[6-0E]°C, step: 1°C

55°C
A.8 [0-0C] R/W 45~[6-0E]°C, step: 1°C

60°C
A.8 [0-0D] R/W 10~25°C, step: 1°C

15°C
A.8 [0-0E] R/W -40~5°C, step: 1°C

-10°C
A.8 [1-00] R/W -40~5°C, step: 1°C

-10°C
A.8 [1-01] R/W 10~25°C, step: 1°C

15°C
A.8 [1-02] R/W [9-01]~[9-00]°C, step: 1°C

60°C
A.8 [1-03] R/W [9-01]~min(45,[9-00])°C, step: 1°C

35°C
A.8 [1-04] 1
A.8 [1-05] 1
A.8 [1-06] 20
A.8 [1-07] 35
A.8 [1-08] 22
A.8 [1-09] 18
A.8 [1-0A] R/W 0: No averaging

1: 12 hours
2: 24 hours
3: 48 hours
4: 72 hours

A.8 [2-00] R/W 0: Each day
1: Monday
2: Tuesday
3: Wednesday
4: Thursday
5: Friday
6: Saturday
7: Sunday

A.8 [2-01] R/W 0: No
1: Yes

A.8 [2-02] R/W 0~23 hour, step: 1 hour
23

A.8 [2-03] R/W fixed value
60°C

A.8 [2-04] R/W 40~60 min, step: 5 min
40 min

A.8 [2-05] R/W 4~16°C, step: 1°C
8°C

A.8 [2-06] R/W 0: Disabled
1: Enabled

A.8 [2-09] R/W -5~5°C, step: 0,5°C
0°C

A.8 [2-0A] R/W -5~5°C, step: 0,5°C
0°C

A.8 [2-0B] R/W -5~5°C, step: 0,5°C
0°C

A.8 [3-00] R/W 0: No
1: Yes

A.8 [3-01] 0
A.8 [3-02] 1
A.8 [3-03] 4
A.8 [3-04] 2
A.8 [3-05] 1
A.8 [3-06] R/W 18~30°C, step: A.3.2.4

30°C
A.8 [3-07] R/W 12~18°C, step: A.3.2.4

12°C
A.8 [3-08] 35
A.8 [3-09] 15
A.8 [4-00] 1
A.8 [4-01] 0
A.8 [4-02] R/W 14~35°C, step: 1°C

25°C
A.8 [4-03] 3
A.8 [4-04] 1
A.8 [4-05] 0
A.8 [4-06] 0/1
A.8 [4-07] 1
A.8 [4-08] 0
A.8 [4-09] 1

Leaving water value for high ambient temp. for LWT add zone heating WD curve.

Leaving water value for low ambient temp. for LWT add zone heating WD curve.

High ambient temp. for LWT add zone heating WD curve.

Low ambient temp. for LWT add zone heating WD curve.

--
--
--
--
Leaving water value for high ambient temp. for DHW WD curve.

Leaving water value for low ambient temp. for DHW WD curve.

High ambient temp. for DHW WD curve.

Low ambient temp. for DHW WD curve.

Low ambient temp. for LWT main zone heating WD curve.

High ambient temp. for LWT main zone heating WD curve.

Leaving water value for low ambient temp. for LWT main zone heating WD curve.

Leaving water value for high ambient temp. for LWT main zone heating WD curve.

--
--
--
--
--
--
What is the averaging time for the outdoor temp?

When should the disinfection function be executed?

Should the disinfection function be executed?

When should the disinfection function start?

Adjust the offset on the measured room temperature

Adjust the offset on the measured room temperature

What is the disinfection target temperature?

How long must the tank temperature be maintained?

Room antifrost temperature

Room frost protection

What is the required offset on the measured outdoor temp.?

Is auto restart of the unit allowed?

--
--
--
--
--
What is the maximum desired room temperature in heating?

What is the minimum desired room temperature in heating?

--
--
--
--

--
--
--
-- (Do not change this value)
--

Below which outdoor temperature is heating allowed?

--
--

 4P471775-1B - 2021.02 CHYHBH*
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Breadcrumb Field code Range, step
Default value

Date Value

Field settings table Installer setting at variance with 
default value

Setting name

A.8 [4-0A] 0
A.8 [4-0B] 1
A.8 [4-0C] 35
A.8 [4-0D] 3
A.8 [4-0E] Is the installer on site? R/W 0: No

1: Yes
A.8 [5-00] 0
A.8 [5-01] R/W -15~35°C, step: 1°C

5°C
A.8 [5-02] 0
A.8 [5-03] 0
A.8 [5-04] 10
A.8 [5-05] 50
A.8 [5-06] 50
A.8 [5-07] 50
A.8 [5-08] 50
A.8 [5-09] 20
A.8 [5-0A] 20
A.8 [5-0B] 20
A.8 [5-0C] 20
A.8 [5-0D] 1
A.8 [5-0E] 0
A.8 [6-00] R/W 2~20°C, step: 1°C

2°C
A.8 [6-01] R/W 0~10°C, step: 1°C

2°C
A.8 [6-02] 0
A.8 [6-03] 0
A.8 [6-04] 0
A.8 [6-05] 0
A.8 [6-06] 0
A.8 [6-07] 0
A.8 [6-08] R/W 2~20°C, step: 1°C 

5°C
A.8 [6-09] 0
A.8 [6-0A] R/W 30~[6-0E]°C, step: 1°C

60°C
A.8 [6-0B] R/W 30~min(50, [6-0E])°C, step: 1°C

50°C
A.8 [6-0C] R/W 30~min(50, [6-0E])°C, step: 1°C

50°C
A.8 [6-0D] R/W 0: Reheat only

1: Reheat + sched.
2: Scheduled only

A.8 [6-0E] R/W [E-06]=1
[E-07] ≠ 6: 40~75°C, step: 1°C, 75°C
[E-07] = 6: 40~60°C, step: 1°C, 60°C
[E-06]=0 
40~65°C, step: 1°C, 65°C

A.8 [7-00] 0
A.8 [7-01] 2
A.8 [7-02] R/W 0: 1 LWT zone

1: 2 LWT zones
A.8 [7-03] R/W 0~6, step: 0,1

2,5
A.8 [7-04] R/W 0: Economical

1: Ecological
A.8 [7-05] 0
A.8 [8-00] 1
A.8 [8-01] R/W 5~95 min, step: 5 min

30 min
A.8 [8-02] R/W 0~10 hour, step: 0,5 hour

1,5 hour
A.8 [8-03] 50
A.8 [8-04] 0
A.8 [8-05] R/W 0: No

1: Yes
A.8 [8-06] R/W 0~10°C, step: 1°C

5°C
A.8 [8-07] 18
A.8 [8-08] 20
A.8 [8-09] R/W [9-01]~[9-00]°C, step: 1°C

45°C
A.8 [8-0A] R/W [9-01]~[9-00]°C, step: 1°C

40°C
A.8 [8-0B] R/W 10~20, step: 0,5

CHYHBH05: 13
CHYHBH08: 15

A.8 [8-0C] R/W 10~20, step: 0,5
CHYHBH05: 13
CHYHBH08: 15

A.8 [8-0D] R/W 10~20, step: 0,5
16

A.8 [9-00] R/W 37~80°C, step: 1°C
80°C

A.8 [9-01] R/W 15~37°C, step: 1°C
25°C

A.8 [9-02] 22
A.8 [9-03] 5
A.8 [9-04] 1
A.8 [9-05] R/W 15~37°C, step: 1°C

25°C
A.8 [9-06] R/W 37~80°C, step: 1°C

80°C
A.8 [9-07] 5
A.8 [9-08] 22
A.8 [9-09] 5
A.8 [9-0A] 5
A.8 [9-0B] R/W 0: Quick

1: Slow
A.8 [9-0C] R/W 1~6°C, step: 0,5°C

1 °C
A.8 [9-0D] R/W 0~8,step:1

6

--
--

--

--

--

What is the equilibrium temperature for the building?

--
--
--
--
--
--
--
--
--
--
--
--
--
The temperature difference determining the heat pump ON temperature.

The temperature difference determining the heat pump OFF temperature.

--
--
--
--
--
--
What is the hysteresis to be used in reheat mode?

--
What is the desired comfort storage temperature?

What is the desired eco storage temperature?

What is the desired reheat temperature?

What is the desired DHW production type?

What is the maximum temperature setpoint?

--
--
How many leaving water temperature zones are there?

PE factor

Savings mode

--
--
Maximum running time for domestic hot water operation.

Anti-recycling time.

--
--
Allow modulation of the LWT to control the room temp?

Leaving water temperature maximum modulation.

--
--
What is the desired comfort main LWT in heating?

What is the desired eco main LWT in heating?

Target flow rate during HP mode 

Target flow rate during hybrid mode

Target flow rate during boiler mode 

What is the maximum desired LWT for main zone in heating?

What is the minimum desired LWT for main zone in heating?

--
--
--
What is the minimum desired LWT for add. zone in heating?

What is the maximum desired LWT for add. zone in heating?

--
--
--
--
What emitter type is connected to the main LWT zone?

Room temperature hysteresis.

Pump speed limitation
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Breadcrumb Field code Range, step
Default value

Date Value

Field settings table Installer setting at variance with 
default value

Setting name

A.8 [9-0E] 0~8,step:1
6

A.8 [A-00] 0
A.8 [A-01] 0
A.8 [A-02] 0
A.8 [A-03] 0
A.8 [A-04] 0
A.8 [B-00] 0
A.8 [B-01] 0
A.8 [B-02] 0
A.8 [B-03] 0
A.8 [B-04] 0
A.8 [C-00] R/W 0: Solar priority

1: Heat pump priority
A.8 [C-01] 0
A.8 [C-02] 0
A.8 [C-03] 0
A.8 [C-04] 3
A.8 [C-05] R/W 1: Thermo ON/OFF

2: C/H request
A.8 [C-06] R/W 0: -

1: Thermo ON/OFF
2: C/H request

A.8 [C-07] R/W 0: LWT control
1: Ext RT control
2: RT control

A.8 [C-08] R/W 0: No
1: Outdoor sensor
2: Room sensor

A.8 [C-09] R/W 0: Normally open
1: Normally closed

A.8 [C-0A] R/W 0: Disable
1: Enable

A.8 [C-0C] R/W 0~7
4

A.8 [C-0D] R/W 0~7
4

A.8 [C-0E] R/W 0~7
4

A.8 [D-00] 0
A.8 [D-01] R/W 0: No

1: Open tariff
2: Closed tariff
3: Thermostat

A.8 [D-02] R/W 0: No
1: Secondary rtrn
2: Disinf. Shunt
3: Circul. Pump
4: CP & disinf. Sh

A.8 [D-03] R/W 0: Disabled
1: Enabled, shift 2°C (from -2 to  2°C)
2: Enabled, shift 4°C (from -2 to  2°C)
3: Enabled, shift 2°C (from -4 to  4°C)
4: Enabled, shift 4°C (from -4 to  4°C)

A.8 [D-04] R/O 0: No
1: Pwr consmp ctrl

A.8 [D-05] 1
A.8 [D-07] R/W 0: No

1: Yes
A.8 [D-08] R/O 0: No

1: 0,1 pulse/kWh
2: 1 pulse/kWh
3: 10 pulse/kWh
4: 100 pulse/kWh
5: 1000 pulse/kWh

A.8 [D-09] 0
A.8 [D-0A] R/O 0: Not present

1: 1 /m³
2: 10 /m³
3: 100 /m³

A.8 [D-0B] 2
A.8 [D-0C] R/W 0~49

20
A.8 [D-0D] R/W 0~49

20
A.8 [D-0E] R/W 0~49

15
A.8 [E-00] R/O 0~5

3: Hybrid
A.8 [E-01] R/O 0: 08
A.8 [E-02] R/O 1: Type 2
A.8 [E-03] 0
A.8 [E-04] R/O 0
A.8 [E-05] R/W 0: No

1: Yes
A.8 [E-06] R/W 0: No

1: Yes
A.8 [E-07] R/W 0~6

4: Type 5
6: Type 7

A.8 [E-08] 0
A.8 [E-09] 0
A.8 [E-0A] 0
A.8 [E-0B] 0
A.8 [E-0C] 0
A.8 [F-00] 0
A.8 [F-02] 3
A.8 [F-03] 5
A.8 [F-04] 0
A.8 [F-05] 0
A.8 [F-06] 0
A.8 [F-09] 0
A.8 [F-0A] 0

--
--

--

--
--
--
--
--
--
--
--
Domestic heating water priority. 

--
--
--
--
What is the thermo request contact type for the main zone?

What is the thermo request contact type for the add. zone?

What is the unit control method in space operation?

Which type of external sensor is installed?

What is the required alarm output contact type?

Indoor quick heat-up function 

High electricity price decimal (Do not use)

Medium electricity price decimal (Do not use)

Low electricity price decimal (Do not use)

--
Forced off contact

Which type of DHW pump is installed?

Leaving water temperature compensation around 0°C.

Is a demand PCB connected?

--
Is a solar kit connected?

Is an external kWh meter used for power measurement?

--

--

Is a DHW tank installed in the system?

Can the system prepare domestic hot water?

--
Is an external gas meter used for power measurement?

--
What is the high electricity price (Do not use)

What is the medium electricity price (Do not use)

What is the low electricity price (Do not use)

What kind of DHW tank is installed?

--
--

What is the indoor unit software type?

--

--
--

--
--

Which type of unit is installed?

Which type of compressor is installed?

--
--
--
--

--
--
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Breadcrumb Field code Range, step
Default value

Date Value

Field settings table Installer setting at variance with 
default value

Setting name

A.8 [F-0B] R/W 0: No
1: Yes

A.8 [F-0C] R/W 1
A.8 [F-0D] R/W 0: Continuous

1: Sample
2: Request

Close shut-off valve during thermo OFF?

--
What is the pump operation mode?

CHYHBH*  4P471775-1B - 2021.02






	Installer reference guide
	Table of contents
	1 About the product
	2 About this document
	2.1 Meaning of warnings and symbols
	2.2 Installer reference guide at a glance

	3 General safety precautions
	In this chapter
	3.1 For the installer
	3.1.1 General
	3.1.2 Installation site
	3.1.3 Refrigerant — in case of R410A or R32




	3b22070b-1a10-4783-be69-891eec708761: Off
	036256fb-1c2d-4004-8752-18cd7ab50e6c: Off
	b3ef8abc-1cde-4cf3-984a-03623f5708c8: Off
	11878ac9-c92c-4751-af0c-47bf7d5082c2: Off
	578e01b8-9ad5-46a5-84a7-429365796d01: Off
	d348ff6c-8b84-4001-a54f-325b36343efd: Off
	5caff65d-56a2-47aa-8e39-8f91a7eaf4cc: Off
	0e0dd886-f7d0-4e13-b910-39cc02ed1167: Off
	5069234f-e53f-449e-b593-db4426df2ff3: Off
	7924ee50-d2b3-4610-8598-85e909282131: Off
	6d51c989-09d1-435f-944e-94f3a05018b2: Off
	16906d2c-fcf9-4b81-8d78-2336efb68c9e: Off


